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IMPORTANT SAFETY PRECAUTIONS 


RISK OF ELECTRIC SHOCK 
DO NOT OPEN 


BACK). NO USER-SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED SERVICE 


} ! CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER (OR 


PERSONNEL. 


the user to the presence of uninsulated “dangerous voltage” within the product's enclo- 


, The lightning flash with arrowhead symbol, within equilateral triangle, is intended to alert 


sure that may be of sufficient magnitude to constitute a risk of electric shock to persons. 


presence of important operating and maintenance (servicing) instructions in the litera- 


| The exclamation point within an equilateral triangle is intended to alert the user to the 


ture accompanying the appliance. 


WARNING: TO PREVENT FIRE OR 
SHOCK HAZARD, DO NOT EXPOSE 
THIS APPLIANCE TO RAIN OR 
MOISTURE. 





For U.S.A. 


This device complies with Part 15 of FCC Rules. Operation 
is subject to the following two conditions: 
1) This device may not cause harmful interference, and 
2) This device must accept any interference received, 
including interference that may cause undesired 
operation. 


INFORMATION TO THE USER 


This equipment has been tested and found to comply 
with the limits for a Class A digital device, pursuant to Part 
15 of the FCC Rules. These limits are designed to provide 
reasonable protection against harmful interference when 
the equipment is operated in a commercial environment. 
This equipment generates, uses, and can radiate radio 
frequency energy and, if not installed and used in accor- 
dance with the instruction manual, may cause harmful 
interference to radio communications. 

Operation of this equipment in a residential area is like- 
ly to cause harmful interference in which case the user 
will be required to correct the interference at his own 
expense. 


CAUTION 

Changes or modifications to this equipment not expressly 
approved by TEAC CORPORATION for compliance could 
void the user's authority to operate this equipment. 


DECLARATION OF CONFORMITY 


We, TEAC EUROPE GmbH. Bahnstrasse 12, 65205 
Wiesbaden-Erbenheim, Germany declare in own ( €E 


responsibility, the TEAC product described in this 
manual is in compliance with the corresponding 
technical standards. 


CE Marking Information 
a) Applicable electromagnetic environment: E4 
b) The average half-cycle r.m.s. inrush current 
1. On initial switch-on: 2.91 Arms 
2. After a supply interruption of 5s: 0.15 Arms 


For the customers in Europe 


WARNING 

This is a Class A product. In a domestic environment, this 
product may cause radio interference in which case the 
user may be required to take adequate measures. 


Pour les utilisateurs en Europe 


AVERTISSEMENT 

Il s'agit d'un produit de Classe A. Dans un environnement 
domestique, cet appareil peut provoquer des 
interférences radio, dans ce cas l'utilisateur peut étre 
amené a prendre des mesures appropriées. 


Fur Kunden in Europa 


Warnung 

Dies ist eine Einrichtung, welche die Funk-Entstorung 
nach Klasse A besitzt. Diese Einrichtung kann im 
Wohnbereich Funkstorungen versursachen; in diesem 
Fall kann vom Betrieber verlang werden, angemessene 


IN USA/CANADA, USE ONLY ON 120 V SUPPLY. Ma®nahmen durchzufthren und dafiir aufzukommen. 





For Canada 
THIS CLASS A DIGITAL APPARATUS COMPLIES WITH CANADIAN 


ICES-003. 


CET APPAREIL NUMERIQUE DE LA CLASSE A EST CONFORME A 
LA NORME NMB-003 DU CANADA. 
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IMPORTANT SAFETY INSTRUCTIONS 


Read these instructions. 

Keep these instructions. 

Heed all warnings. 

Follow all instructions. 

Do not use this apparatus near water. 
Clean only with dry cloth. 


Do not block any ventilation openings. Install in 
accordance with the manufacturer's instructions. 


Do not install near any heat sources such as radiators, 
heat registers, stoves, or other apparatus (including 
amplifiers) that produce heat. 


Do not defeat the safety purpose of the polarized 
or grounding-type plug. A polarized plug has two 
blades with one wider than the other. A grounding 
type plug has two blades and a third grounding 
prong. The wide blade or the third prong are provid- 
ed for your safety. If the provided plug does not fit 
into your outlet, consult an electrician for replace- 
ment of the obsolete outlet. 


Protect the power cord from being walked on or 
pinched particularly at plugs, convenience recepta- 
cles, and the point where they exit from the appara- 
tus. 


Only use attachments/accessories specified by the 
manufacturer. 


Use only with the cart, stand, tripod, bracket, or table 
specified by the manufacturer, or sold with the appa- 
ratus. When a cart is used, use caution when moving 
the cart/apparatus combination to avoid injury from 
tip-over. 





Unplug this apparatus during lightning storms or 
when unused for long periods of time. 


Refer all servicing to qualified service personnel. 
Servicing is required when the apparatus has been 
damaged in any way, such as power-supply cord or 
plug is damaged, liquid has been spilled or objects 
have fallen into the apparatus, the apparatus has 
been exposed to rain or moisture, does not operate 
normally, or has been dropped. 


« The apparatus draws nominal non-operating power 
from the AC outlet with its POWER or STANDBY/ON 
switch not in the ON position. 

« The mains plug is used as the disconnect device, the 
disconnect device shall remain readily operable. 

« Caution should be taken when using earphones or 
headphones with the product because excessive 
sound pressure (volume) from earphones or 
headphones can cause hearing loss. 

- If you are experiencing problems with this product, 
contact TEAC for a service referral. Do not use the 
product until it has been repaired. 


CAUTION 


Do not expose this apparatus to drips or splashes. 
Do not place any objects filled with liquids, such as 
vases, on the apparatus. 

Do not install this apparatus in a confined space 
such as a book case or similar unit. 


The apparatus should be located close enough 
to the AC outlet so that you can easily grasp the 


power cord plug at any time. 

If the product uses batteries (including a battery 
pack or installed batteries), they should not be 
exposed to sunshine, fire or excessive heat. 
CAUTION for products that use replaceable lithium 
batteries: there is danger of explosion if a battery is 
replaced with an incorrect type of battery. Replace 
only with the same or equivalent type. 





WARNING 


¢ Products with Class I construction are equipped 
with a power supply cord that has a grounding 
plug. The cord of such a product must be plugged 
into an AC outlet that has a protective grounding 
connection. 





mM RACK-MOUNTING THE UNIT 


Use the supplied rack-mounting kit to mount the unit ina 
standard 19-inch rack, as shown below. 


Remove the feet of the unit before mounting. 





* Leave 1U of space above the unit for ventilation. 


° Allow at least 10 cm (4 in) at the rear of the unit for venti- 
lation. 
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Safety Information 


m= For European Customers 


Disposal of electrical and electronic equipment 


(a) All electrical and electronic equipment should be 
disposed of separately from the municipal waste 
stream via designated collection facilities appointed 
by the government or the local authorities. 


(b) By disposing of the electrical and electronic 
equipment correctly, you will help save valuable 
resources and prevent any potential negative effects 
on human health and the environment. 


(c) Improper disposal of waste equipment can have 
serious effects on the environment and human health 
as a result of the presence of hazardous substances in 
electrical and electronic equipment. 


(d) The crossed out wheeled dust bin symbol indicates 
that electrical and electronic equipment must be 
collected and disposed of separately from household 
waste. 


(e) The return and collection systems are available to 
the end users. For more detailed information about 
disposal of old electrical and electronic equipment, 
please contact your city office, waste disposal service 
or the shop where you purchased the equipment. 


m@ For China 
MB) (3 FF HE 200m LF HH He 4 BEA 


"DCR FASE Uae aR PP ec 8 A” 





Lay «4 Bt FE AEB” 


PP nA A Fe YD ECS 24 BR 


Disposal of batteries and/or accumulators 


(a) Waste batteries and/or accumulators should be 
disposed of separately from the municipal waste 
stream via designated collection facilities appointed 
by the government or the local authorities. 


(b) By disposing of waste batteries and/or accumulators 
correctly, you will help save valuable resources and 
prevent any potential negative effects on human 
health and the environment. 


(c) Improper disposal of waste batteries and/or 
accumulators can have serious effects on the 
environment and human health as a result of the 
presence of hazardous substances in batteries and/or 
accumulators. 


(d) The crossed out wheeled dust bin symbol indicates 
that batteries and/or accumulators must be collected 
and disposed of separately from household waste. 


If the battery or accumulator contains more than 

the specified values of lead (Pb), mercury (Hg), and/ 
or cadmium (Cd) defined in the Battery Directive 
(2006/66/EC), then the chemical symbols for lead (Pb), 
mercury (Hg) and/or cadmium (Cd) will be indicated 
beneath the crossed out wheeled dust bin symbol. 


Pb, Hg, Cd 


(e) The return and collection systems are available to 
the end users. For more detailed information about 
disposal of waste batteries and/or accumulators, 
please contact your city office, waste disposal service 
or the shop where you purchased them. 
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Thank you very much for purchasing a TASCAM DA-6400/ 
DA-6400dp Digital Multitrack Recorder. 


Before connecting and using this unit, please take time to 
read this manual thoroughly to ensure you understand how to 
properly set it up and connect it, as well as the operation of its 
many useful and convenient functions. After you have finished 
reading this manual, please keep it in a safe place for future 
reference. 


Features 


° Digital multitrack recorder for professional applications 
that supports recording/playback of up to 64 channels at 
44.1/48kHz 24-bit resolution and 32 channels at 88.2/96kHz 
24-bit resolution. 

* 1U rackmount size 

* Color display (320x120 pixels) built-in 

* The 2.5-inch SSDs that are used as recording media provide 
excellent vibration and environmental resistance as well 
as maintenance-free operation. Front panel slot design 
enables quick drive loading and unloading 

* AC power redundancy built in (DA-6400dp only) 

* With card slots, I/O cards (sold separately) can be used for 
flexible input and output options 

* Equipped with three-pronged inlet power cable 

* Video reference (NTSC/PAL blackburst and HDTV tri-level 
signals) and word clock input and output/thru 

* LAN (Gigabit Ethernet) function built-in, allowing file 
transfer, remote control and monitoring over a network 

° Parallel remote control supported 

° RS-422 serial remote control supported (9-pin serial 
protocol compliant) 


* Firmware can be updated using a USB flash drive 


Included items 


This product includes the following items. 


Keep the box and packing materials for transportation in the 
future. 


Please contact TASCAM Customer Support (see back cover) if 
any of these items are missing or have been damaged during 
transportation. 


DUNN css ccc ee eee x1 
Power Cord (DA-6400)..........ssscscscscscsssecsssscssscsscssassececsscssassecssasseces x1 
Power Cord (DA-6400d)) ..........ccsssssssscsssssssssscsssssssssscscssssesescecseeees x2 
® JAK-CCZ5 (SSD/AIDD Case) sccacscescczsescectencuiscese tevecateaeesentacceusencetnns x1 
MIMS esc contac seapoecorstersscsasteieteseuetssntiier siamese x1 
USB 3.0-compatible cable 
(with auxiliary DOWEF CONNECTOL) ........cesecsesessssesecsssecessecssecseeseees x1 
RACKMOUNT SCIEW KI 0 vesssateoreiarasccnvearcstnnnitncsmennunentenes x1 
SECU SCH OW RIE saioscscaverstrsonecasccnestainsetatnn dbeorenmsntsinamentetane x1 


Owner’s Manual (this document) including warranty......... x1 


1 - Introduction 


Conventions used in this manual 


In this manual, we use the following conventions: 
°* When we refer to buttons, connectors and other parts of 
this unit, we use a bold font like this: MENU button. 


* When we show messages, for example, mat oe on the 
unit’s display, the typeface looks like this: £ 


* The area of the display that is shown in inverse clit on 
dark) is referred to as the cursor or as being highlighted. 
° “USB flash drives” are sometimes called “USB drives”. 


° The set of audio files (up to 64) recorded by this unit at a 
single time are called a “take”. 


° Files that can be played back by this unit are sometimes 
called “music files”. 


* The device that is currently selected is called the “current 
device”. 


° The folder that is currently selected is called the “current 
folder”. 


* The take that is currently loaded is called the “current take”. 


° As necessary, additional information is provided under TIP, 
NOTE and CAUTION headings. 


oils 
These are tips about how to use the unit. 


These provide additional explanations and describe special 
cases. 


Failure to follow these instructions could result in injury, 
damage to equipment or lost recording data, for example. 


Trademarks 


* TASCAM is a registered trademark of TEAC Corporation. 


* This product contains the eT-Kernel RTOS-based software 
platform of eSOL Co.,Ltd. 


* Other company names, product names and logos in this 
document are the trademarks or registered trademarks of 
their respective owners. 


Information is given about products in this manual only 
for the purpose of example and does not indicate any 
guarantees against infringements of third-party intel- 
lectual property rights and other rights related to them. 
TEAC Corporation will bear no responsibility for infringe- 
ments on third-party intellectual property rights or their 
occurrence because of the use of these products. 


With the exception of personal enjoyment and similar 
uses, copyrighted materials belonging to third parties 
cannot be used without permission from the rights 
holders in accordance with copyright law. Please use the 
equipment appropriately. 


TEAC Corporation will bear no responsibility for rights 
infringements committed by users of this product. 
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1 - Introduction 


Precautions for placement and use 


* The operating temperature range of this unit is O—40 °C. 


* Do not install this unit in the following types of locations. 
Doing so could make the sound quality worse or cause 
malfunction. 


Locations with frequent vibrations 
Near windows or other places exposed to direct sunlight 
Near heaters or other extremely hot places 
Extremely cold places 
Very humid or poorly ventilated places 
Very dusty places 
* Install the unit so that it is level. 


* To enable good heat dissipation, do not place anything on 
top of the unit. 


* Do not place the unit on top of a power amplifier or other 
device that generates heat. 

* Do not allow anything to block the fan and prevent the 
dispersion of heat. 


* To mount this unit in a rack, use the included rackmount 
screw kit and mount it as shown in the illustration below. 
Leave at least 1U of space open above it in the rack. 





Notes about power supplies 


° Insert the included power cord all the way into the AC IN 
connector. 


* Do not connect a power supply other than one that is 
AC100V (50-60HZ). 

* Hold the power cord by its plug when connecting or 
disconnecting it. 


* When connecting a second redundant power supply, the 
two supplies should be drawing power from separate lines 
that do not affect each other. 


Beware of condensation 


Condensation could occur if the unit is moved from a cold place 
to a warm place, it is used immediately after a cold room has 
been heated or it is otherwise exposed to a sudden temperature 
change. To prevent this, or if this occurs, let the unit sit for one or 
two hours at the new room temperature before using it. 


Cleaning the unit 


Use a dry soft cloth to wipe the unit clean. Do not wipe with 
chemical cleaning cloths, thinner, alcohol or other chemical 
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agents. Doing so could damage the surface or cause discolor- 
ation. 


Notes about SSD and HDD drives 


Notes about media 


This unit can use SSDs and HDDs for recording and playback. 
An SSD that has been confirmed to operate with this unit is 
included in the package. 


Please use this SSD model, which is also available for separate 
purchase from TASCAM. 


Check the TEAC Global Site (http://teac-global.com/) for infor- 
mation about other media. Please check this site or contact 
TASCAM customer support. (http://teac-global.com/) 


Precautions for use 


SSD and HDD drives are delicate media. In order to avoid 
damaging SSD and HDD drives, please take the following 
precautions when handling them. 


* Do not leave them in extremely hot or cold places. 
* Do not leave them in extremely humid places. 

* Do not let them get wet. 

* Do not put things on top of them or twist them. 

° Do not hit them. 


* Do not remove or insert a drive during recording, playback, 
data transmission or other access. 


* When transporting a drive, put it into a case, for example. 


Note about formatting 


SSD and HDD drives formatted by this unit are optimized to 
improve performance during recording. Use this unit to format 
SSD and HDD drives to be used with it. Errors might occur when 
recording with this unit using an SSD/HDD formatted by a 
computer or other device. 


Using the TEAC Global Site 


You can download the Owner's Manual necessary for this unit 
from the TEAC Global Site (http://teac-global.com/). 


1. Open the TEAC Global Site (http://teac-global.com/). 


2. Inthe TASCAM Downloads section, click the desired 
language to open the Downloads website page for that 
language. 


If the desired language does not appear, click Other 
Languages. 


3. Click the product name in the “Search by Model Name” 
section to open the Downloads page for that product. 


4. Select and download the Owner's Manual that are needed. 


User registration 


Customers in the USA, please visit the TASCAM website (http:// 
tascam.com/) to register as a user online. 


2 - Names and Functions of Parts 


Front panel 


m@ DA-6400 front panel 
















































> 


(*} 









































) 














US 
(5V== 0.5A) 











Home — (3%]— 
E 


MULTI JOG 





















































| PHONES: 













































































m@ DA-6400dp front panel 


Cc) TESOL] DA-6400dp 
SSD/HDD SLOT 
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1) STANDBY/ON switch 
Use to turn the unit on and to put it into standby. 


Press and hold it when the power is on to open a pop-up 
message confirming that you want to put the unit into 
standby. 


When the pop-up is open, press and hold the MULTI JOG 
dial to put the unit into standby. 


Before turning the unit on, lower the volumes of connected 
equipment to their minimum levels. Failure to do so could 
result in a sudden loud noise that could harm hearing, for 
example. 


(2) SSD/HDD SLOT 
Use this bay to insert and remove SSD/HDD cases. (See 
“Loading and removing SSD/HDD cases” on page 17.) 


Do not remove the SSD/HDD case from the unit when the 
SSD/HDD is being accessed (during recording, playback, 
when data is being written or at other times when the SSD/ 
HDD case indicator is blinking orange). 


(3) RELEASE switch 
Slide the RELEASE switch toward — to unlock the loaded 
SSD/HDD case so that it can be removed. 


(4) Color display 
Shows a variety of information. 


(5) INFO button and indicator 
The INFO indicator lights blue when the unit is functioning 
properly. 
The INFO indicator lights red when an error or warning has 
occurred with the unit. 


Press this button when the INFO indicator is lit blue to show 
the unit's operation status on the display. Press this button 
when the INFO indicator is lit red to show the message on 
the display. (See “INFO button and indicator appearance” on 
page 51.) 

Press this button while pressing and holding the SHIFT 
button to open the HEE IHF screen. (See“Using 
marks” on page 45.) 


, STANDBY/ON : 5 saat Rice. | 

— ° USB3.0 [= =) : a — 

— = — = 
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(6) HOME [METER] button 


@ Press when the Home Screen is open to change the time 


display mode. 


@ When a Menu Screen is open, press this button to return 


to the Home Screen. 


@ While pressing and holding this button, turn the MULTI 


JOG dial to adjust the brightness of the color display and 
the various indicators. (See “Adjusting the brightness” on 
page 19.) 


@ While pressing and holding this button, press and turn the 


MULTI JOG dial to adjust the brightness of just the color 
display. (See “Adjusting the brightness” on page 19.) 


@ When the meter mode setting is 32ch, press this button 


while pressing and holding the SHIFT button to switch 
between showing level meters for channels 1-32 and 
33-64 on the Home Screen. (See “Setting the meter mode” 
on page 53.) 


(7) MULTI JOG dial 


This dial functions both as a dial when turned and asa 
button when pressed. 


Dial functions 


@ When the white solo selection frame is shown on the 


Home Screen, turn the MULTI JOG dial to move the solo 
selection frame for headphone output left and right to 
select the channel(s) output from the PHONES jack. 


@ When the gray solo selection frame is shown on the Home 


Screen, turn the MULTI JOG dial to move between marks 
in the current take. When there are no marks, turn to skip 
between takes. 


@ When a Menu Screen is open, turn to select items and 


change setting values. 


@ When editing names, use to select characters. 


@ While pressing and holding the HOME [METER] button, 


turn the MULTI JOG dial to adjust the brightness of the 
color display and the various indicators. 


@ While pressing and holding the HOME [METER] button, 


press and turn this dial to adjust the brightness of just the 
color display. 
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@ When the BR GSE screen is open, turn this to select 
folders. (See “Navigating the BROWSE screen” on page 
30.) 


Button functions 


@ When the Home Screen is open and the unit is stopped, 
recording, in recording standby, playing back or in 
playback standby, press this button to add a mark. (See 
“Mark functions” on page 45.) 


@ When the Home Screen is open, press the MULTI JOG dial 
while pressing and holding the SHIFT button to switch 
the solo selection frame color. 


@ When the Home Screen is open, press and hold the MULTI 
JOG dial while pressing and holding the SHIFT button to 
switch the headphone monitoring mode between STEREO 
and MONO. (See “Setting headphones monitoring mode” 
on page 20.) 


@ When a Menu Screen is open, press to confirm selections 
and settings (EH TER button function). 

@ When the BR GSE screen is open, press this to show 
the pop-up folder/file menu for the selected folder/file. 
(See “Folder operations” on page 30.) (See “Take and file 
operations” on page 31.) 


@ When the BR GHHSE screen or a Menu Screen is open, 
turn the MULTI JOG dial while pressing and holding the 
SHIFT button to make rough setting changes (MOVE Fast 
operation). 


M button 
Press to stop playback or recording. 


~ button and indicator 
Press when stopped or playback ready to start playback. 


Press when in recording standby to start recording. 
This button lights during playback and recording. 


il [CHASE] button and indicator 
Press when stopped or playing back to start playback 
standby. 


Press when recording to start recording standby. 
This button lights when in playback or recording standby. 


@ [SPLIT] button and indicator 
Press when stopped to start recording standby. 
This button lights when recording or in recording standby. 


Press when recording to stop recording to the current take 
and start recording to a new take without pausing. 


PHONES jack and knob 
Use this standard stereo jack to connect stereo headphones. 
Use an adapter to connect headphones with a mini plug. 


Use the PHONES knob to adjust the headphone output 
level. 


Before connecting headphones, minimize the volume with 
the PHONES knob. Failure to do so might cause sudden loud 
noises, which could harm your hearing or result in other 
trouble. 
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3) 


USB2.0 port 

Connect (and disconnect) USB flash drives here. (See 
“Connecting and disconnecting USB flash drives” on page 
18.) 


When a USB flash drive is connected, files can be copied 
between it and the SSD/HDD drive. In addition, you can 
also connect a USB keyboard here, and use it to input 
characters for folder and file names, for example as well 

as for external control. By default, the unit is set to use a 
Japanese keyboard. Since English and Japanese keyboards 
use woe ao be should change the setting on 

the F. a 7 screen if you are using an English 
leypaara: (See “setting fic keyboard type” on page 53.) 


SSD/HDD slot power/access indicator 

This lights blue when powered and the SSD/HDD is not 
being accessed. 

The SSD/HDD slot indicator blinks orange when the drive is 
being accessed. 


SSD/HDD slot USB 3.0 port 
Use the included USB cable to connect the unit toa 
computer. 


Use this port when exchanging data between a computer 
and the SSD/HDD drive. 


When connected to a USB 2.0 port, only USB 2.0 transfer 
speeds are supported. 


Security screw hole 

You can use the included security screw kit to lock the 
RELEASE switch. (See “Using the security screw” on page 
17.) 


EXIT [PEAK CLEAR] button 
When a setting screen is open, press this button to go back 
one step in the menu. 


Press this button to answer “NO” to a confirmation pop-up 
message. 


When the Home Screen is open, press this button to clear 
level meter peak holds. 


MENU button 

When the Home Screen is open, press this button to open 
the Menu Screen. (See “Menu structure” on page 14.) and 
(See “Basic Menu Screen operations” on page 16.). 


<< / Pi [MARK |<< / P| buttons 
Press these buttons to skip to the previous/next take. 


Press these buttons while pressing and holding the SHIFT 
button to move to the previous/next mark. 


<< />P buttons 
Press and hold these buttons to search backward/forward. 


When searching one way, press and hold the button for the 
opposite direction (<< or ®F ) to search at high speed. 


21) SHIFT button 


@ When the Home Screen is open, press the MULTI JOG 
dial while pressing and holding this button to show a 
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white frame in the meter section, and turn the MULTI JOG 


dial to select the audio channel to be output from the 
PHONES jack. 


When the Home Screen is open, press and hold the MULTI 


JOG dial while pressing and holding the SHIFT button to 
switch the headphone monitoring mode between STEREO 
and MONO. (See “Setting headphones monitoring mode” 


on page 20.) 
When the meter mode setting is 32ch, press the HOME 


[METER] button while pressing and holding this button 


to switch between showing level meters for channels 1 
and 33-64 on the Home Screen. (See “Setting the meter 
mode” on page 53.) 


Rear panel 


— DA-6400 rear panel 


“52 


Press the INFO cae ile le and holding this 
button to open the fi i page. 


Press the MENU button while pressing and holding this 
button to open the menu pages in the opposite direction. 


When an audio output channel is selected on the Home 
screen, a a aa is pais io Ee Pali on 
the F PURO] : or | JP PLM ‘ screen, or 
here a eleeri is iced on ‘the “Cit: screen, turn the 
MULTI JOG dial while pressing Hd lela this button to 
move the cursor by large amounts. 

When stopped, in playback standby or playing back. 





Press this button while pressing and holding the @< 
[MARK I<] button to move to the previous mark and 
resume the previous state. 


Press this button while pressing and holding the >! 
[MARK ®F1] button to move to the next mark and 
resume the previous state. 
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@2) SLOT 2 
Use this slot to install an I/O card (sold separately). 


@3) SLOT 1 
Use this slot to install an I/O card (sold separately). 


TIMECODE IN connector 
This BNC connector is for the input of SMPTE timecode. 


@5) TIMECODE OUT connector 
This BNC connector is for the output of SMPTE timecode. 


WORD/VIDEO THRU/OUT connector 


This BNC connector is for the output of word clock and video 


reference signals. 


This connector outputs word clock signals (thru or 44.1, 48, 
88.2 or 96 kHz) and video reference signals (signal thru from 


IN jack). 
27) WORD/VIDEO IN connector 


This BNC connector is for the input of word clock and video 


reference signals. Use this connector to input word clock 


signals (44.1, 48, 88.2 or 96 kHz) and video reference signals 


(NTSC/PAL blackburst and HDTV tri-level). 





31) 


ETHERNET connector 
This is an Ethernet port. Use this to connect to a network, 
transfer files and control the unit externally. 


RS-422 terminal 
This is a 9-pin D-sub RS-422 serial control terminal. 


Connect an external controller here. 


PARALLEL connector 
This is a 15-pin D-sub parallel control terminal. 


Connect an external controller here. 


Heat dissipation fan 

This fan is to prevent the unit from overheating. Do not 
allow anything to block the fan and prevent the dispersion 
of heat. 


AC IN connector (DA-6400 only) 
Plug the included power cord in here. 


AC IN A/B connectors (DA-6400dp only) 
Plug the included power cords in here. 


To operate the unit with power supply redundancy, connect 
power supplies to both the AC IN A and AC IN B connectors. 
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Note about the PARALLEL connector 
The PARALLEL connector on the back of the unit allows 
external control of it. 


Youre can set the functions ope PARALEEE connector on the 
TMPUT andPRRALI Ci r pages. (See 
“PARALLEL ¢ connector seine on n page 38. ) 


The factory default pin assignments are as follows. 
























































Pin No. /O Function (default value) 
1 O OUTPUT AUX1 (STOP TALLY) 
2 O OUTPUT AUX2 (REC TALLY) 
3 | INPUT AUX1 (TAKE SKIP +) 
4 | INPUT AUX2 (TAKE SKIP —) 
5 O OUTPUT AUX3 (ERROR TALLY) 
6 | INPUT AUX3 (FADER REC) 
7 | INPUT AUX4 (REW) 
8 GND 
9 O OUTPUT AUX4 (PLAY TALLY) 
10 O OUTPUT AUX5 (PAUSE TALLY) 
11 | INPUT AUX5 (F.FWD) 
2 | STOP 
13 | PLAY 
14 | INPUT AUX6 (PAUSE) 
15 +5V 








|: For command input and transport control 
Internal circuit with +5V pull-up 
Operates with low signal input of 50 msec or longer 


When INPUT AUX is set to FADER REC, low signal input 
starts recording and high signal input stops recording. 


When INPUT AUX is set to FADER START, low signal input 
starts playback and high signal input pauses playback. 


O: For command and tally output 
Internal circuit is open collector (100 output impedance) 
Outputs low command during operation 
20V dielectric strength, 35mA maximum current 

+5V: 50mA maximum supplied current 


The following example is of a connection that controls recording 
and playback of this unit by level, using fader starts and stops 
and FADER REC commands. 


STOP PARALLEL 


O : Pin 8:GND 
®O@OOOOCOO 
OOlJOCO0O 


START 











Setting multiple FADER REC and FADER START settings to 
INPUT AUX is not possible. 
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Home Screen 
The following information is shown on the unit's display. 
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4) Transport status 
This icon shows the current transport status. 





Meaning 





Playing back 





In playback standby 





Stopped 





Searching backward 





Searching forward 





Searching backward (high speed) 





Searching forward (high speed) 





Recording 











ad PY id 4B 3 
BORREADEES 


In record standby 





(2) Repeat status 
FS When repeat playback is off, the El icon is unlit. 
oa When repeat playback is on, the FS icon is lit. 




















(3) Solo status 
When the solo selection frame is white, the BHI icon blinks. 


(4) Take number 
This shows the number of the take playing or being 
recorded. 


(5) Time counter 
This shows the elapsed recording/playback time of the take 
or the timecode time. 


(6) Time display mode 
This icon shows the current time display mode. 





Time 
display |Meaning 





This shows the elapsed time from the beginning 

of the take. 

This shows the remaining time until the end of 

take. When recording, this shows the remaining 

time until the maximum file size is reached. 

This shows the total take elapsed time. 

During playback, this shows the total take 

remaining time. When recording, this shows the 

remaining available recording time. 

This shows the timecode time of the recording/ 
playback take. 




















= 
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Remaining media capacity 
This shows the remaining available recording time of the 
current meet, 

: is shown when no SSD/HDD drive is loaded. 


LEME ork HT T is shown if the loaded SSD/HDD drive has not 
beer formatted 





mee Ld . is shown if recording is not possible because 
the total fener of folders, takes inside folders and other 
files would exceed the system limit. 





Timecode status 
Whenthe Ti GEHERATOR MODE screen is not set to 
TE The TC indicator lights green when correct 
timecode is being input and recognized 


properly. 
The indicator does not light when input 
timecode recognition is abnormal. 


























Whenthe Tl GENERATOR MODE screenissetto Te 
TE The TC indicator lights red when correct 
i timecode is being input and recognized 
properly. 
ha The indicator flashes red when input 
~_ timecode recognition is abnormal. 





Audio synchronization status 

The name of the currently selected master clock is shown 
with the indicator. (See “Setting the master clock” on page 
22; 





When synchronized with the master clock, 
the indicator lights 
__ a | When not synchronized with the master 
—_ clock, the indicator blinks. 





WORD 











Time bar 
This shows the current playback position. What is shown 
depends on the time display mode. 
































Time 
display Meaning Bar display 
mode 
Lengthens from the 
Ma The current playback stele aie 
position is shown relative ENE. 
to the length of the take Shortens from the left 
ERIE " lend toward the right 
end. 
The current playback Lengthens from the 
may «(position is shown relative |left end toward the 
to the length of all takes [right end. 
in the folder. Shortens from the left 
BEVEI (Vertical white lines show |end toward the right 
divisions between takes.) |end. 
The current playback Lengthens from the 
meee = position is shown relative |left end toward the 
to the length of the take. [right end. 





a) 


(2) 


During recording, a progress bar appears to extend from the 
left end to the right end about every 10 seconds. 


Take name 
This shows the name of the currently loaded take. 


Level meter display area 
This area shows the levels of the input and playback signals. 


When a level overloads, the bar meter becomes red and the 
channel number appears in a pop-up above it. 


Solo selection frame 

The level meter for the channel currently output from the 
PHONES jack is shown with a white or gray frame. When the 
selection frame appears white, turn the MULTI JOG dial to 
select the channel output from the PHONES jack. 

Press the MULTI JOG dial while pressing and holding 

the SHIFT button to switch the headphone output solo 
selection vale to eat ie 
When the F : MOHITOR screen setting is 
MONO, the cole edion fine will Gs fer a mono channel. 
(See “Setting headphones monitoring mode” on page 20.) 


Record function indicators 
These show whether recording is enabled or not for each 
channel. 

Recording enabled: Red 


Recording disabled: Gray 


Marks 
An ¥ icon is shown at each mark. 


Mark name 
This shows the name of the mark at or immediately before 
the current time. 


Level meter guide 

This level meter guide can be used to evaluate input and 
output levels. 

This line is shown at —18 GB. 

The position of the guide and the a (> ie a oe 
depend on the value set on the FEFEREHC Bk 
screen. (See “Setting the pelcrenie jeveron page 33. ) 


Input monitoring indicator area 
These show whether input monitoring is enabled or not for 
each channel. 


Input monitoring on: Blue 
Input monitoring off: Unlit 


When the sampling frequency is 88.2/96 kHz, the following 
data in the area for channels 33-64 is not shown. 


e Level meters 
e Record function indicators 
e Input monitoring indicators 


Furthermore, the solo selection frame cannot be moved to 
channels 33-64. 
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Menu structure 


Press the MENU button to open the RBEHERAL page of the 
menu the first time. In the future, pressing this button will 
reopen the menu page that was last open. 


ss ee 


CLOCK MASTER 


eae 
Ae ed aera 


Gat) 


WORD/¥VIDEO SETUP WORD OUT/TERH-ON 


REFERENCE LEVEL 
INPUT HONTTOR 





oom le 
ALL OFF 


The MENU screen has 17 pages organized by types of menu 





























items. 
Page name Contents 

1 IGENERAL Make settings for general 
functions. 

> |REC FILE FORMAT Make recording file format 
settings. 

3 |REC OPTIONS Make recording option settings. 

4 |PLAY SETUP Make playback settings. 

5 |INPUT ROUTING 1 
Make input routing settings. 

6 |INPUT ROUTING 2 

7 |SLOT 1 Make settings for SLOT 1. 

8 |SLOT 2 Make settings for SLOT 2. 

9 |TCSETUP 1 Make settings related to 

10 TC SETUP 2 timecode. 





— 
—) 


PARALLEL INPUT 


Make input settings for the 


























PARALLEL connector. 
12 PARALLELOUTPUT Moke output stings forthe 
13 |NETWORK Make network settings. 
14 |SNTP Make SNTP settings. 
15 |MEDIA Work with media. 
16 |PREFERENCES Make preference settings. 
17 |SYSTEM SETUP Make system settings. 
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The various menu items are as follows. 






























































































































































Menu item Function Page 
GENERAL page 
BROWSE Open BROWSE screen page 30 
CLOCK MASTER _ |Set the master clock page 22 
WORD/VIDEO Make word/video connector 
SETUP settings Paget? 
REFERENCE LEVEL |Set the reference level page 23 
INPUT MONITOR [Set input monitoring function |page 23 
REC FILE FORMAT page 
REC FUNCTION Make recording channel settings|page 24 
BIT LENGTH Set the bit length 
REC Fs Set the sampling frequency pages 
FILE NAME Set the file name format page 26 
REC OPTIONS page 
AUTO FILE Make automatic take function 
INCREMENT settings Page! 
AUTO MARK aes mark function page 27 
PAUSE MODE an mode function page 28 
PLAY SETUP page 
PLAY MODE Set the playback mode page 35 
REPEAT MODE Set the repeat mode page 35 
INPUT ROUTING 1 page 
CHANNEL 1-8 
CHANNEL 9-16 
CHANNEL (954 Make input routing settings page 28 
CHANNEL 25-32 
INPUT ROUTING 2 page 
CHANNEL 33-40 
CHANNEL 41-48 
CHANNEL 40:86 Make input routing settings page 28 
CHANNEL 57-64 
SLOT 1 page 
Set various functions for the card loaded inSLOT 1 |page 28 
SLOT 2 page 
Set various functions for the card loaded in SLOT 2 |page 28 
TC SETUP 1 page 
cenenarorc [fete tmecode orth 
GENERATOR UB, Sat eer Ds (18) forthe 
onnea View the input timecode time — 
TC INPUT FRAME i the input timecode frame 
TC INPUT UB. henner (U.B.) for the 
START TIME Set the time when timecode 
resumes 

TC SETUP 2 page 
TC GENERATOR Set the mode for the timecode 
MODE generator 

page 37 
TCFRAMETYPE _ [Set the timecode frame type 
TC OUTPUT MODE |Set the timecode output mode 
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Menu item Function Page Menu item Function Page 
PARALLEL INPUT page VERSION INFO sie eal version infor- page 51 
INPUT AUX1 
w F/W UPDATE Update the firmware page 52 
INPUT AUX2 
INPUT AUX3 Set the input function for the sadere NOTE 
INPUT AUX4 PARALLEL connector The settings for all menu items, except the oscillator on/off 
INPUT AUX5 setting, are retained even when the unit is turned off. 
INPUT AUX6 
PARALLEL OUTPUT page 
OUTPUT AUX1 
OUTPUT AUX2 
Set the output function for the 
OUTPUT AUX IpaRALLEL connector naneee 
OUTPUT AUX4 
OUTPUT AUX5 
EOM Set the EOM function 
NETWORK page 
MAC ADDRESS View the unit's MAC address 
IP ADDRESS View the current IP address 
DNS ADDRESS View the IP address of the DNS 
server 
it' age 39 
IP SETUP Set the unit's IP address and pag 
related settings 
DNS SETUP Set the IP address of the DNS 
server 
PASSWORD Set the password 
SNTP page 
SNTP STATUS View the SNTP function status 
SNTP UPDATE Set the SNTP update mode 
NTP SERVER Set the NTP server name 
Set the time to the time 
4 
Eee rele acquired from the NTP server pede 
Set the time offset from Coordi- 
Pee nated Universal Time (UTC) 
DST SETUP Set the daylight savings time 
function 
MEDIA page 
QUICK FORMAT — |Quickly format media 
page 19 
FULL FORMAT Format media completely 
MEDIA INFO Show media information page 52 
SSD/HDD Connecting an SSD/HDD to a 
page 49 
USB CONNECT computer 
PREFERENCES page 
PHONES MONITOR |Set headphones monitoring sqaI0 
MODE mode Bee 
PEAK HOLD TIME level meter peak hold page 53 
METER MODE Set the number of level meter page 53 
channels shown 
KEYBOARD TYPE |Set the keyboard type page 53 
POWER REDUN- ___|Set the power supply redun- aae 55 
DANCY CHECK _|dancy check function pag 
SYSTEM SETUP page 
SYSTEM BACKUP eee system backup page 55 
FACTORY PRESET Restore factory default settings |page 56 
OSCILLATOR Make oscillator settings page 44 
CLOCK ADJST Set the built-in clock date and page 19 





time 
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Basic Menu Screen operations 


Use the following operations to work with the pages of the 
Menu Screen. 


m@ Changing menu items by page: 


Press the MENU button repeatedly until the desired menu page 


opens. 


The pages will open in the following order. 


GENERAL SYSTEM SETUP 
REC FILE FORMAT PREFERENCES 
REC OPTIONS MEDIA 

A 
PLAY SETUP SNTP 
INPUT ROUTING1 NETWORK 
INPUT ROUTING2 PARALLEL OUTPUT 
SLOT 1 PARALLEL INPUT 
SLOT 2 
TC SETUP 1 
TC SETUP 2 


Press the MENU button while pressing and holding the 


SHIFT button to open menu pages in the opposite direction. 


Turn the MULTI J0G aoe to move eee or down one item at 
a time from the’ hE (ROLES E item tothe 
ay oa El HTE item. 


Turn ithe MULTI JOG dial while pressing and holding the 





SHIFT button to move up or down one menu page at a time. 


Selecting items (moving vertically on a page): 
Turn the MULTI JOG dial. 

Confirming a selected item: 

Press the MULTI JOG dial. 

Opening a submenu from a page: 

Press the MULTI JOG dial. 

Going back one step in a menu: 

Press the EXIT [PEAK CLEAR] button. 


Returning directly to the Home Screen from a menu: 


Press the HOME [METER] button. 
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Menu operation procedures 


In this example, we explain how to set the auto mark function. 
1. Press the MENU button and open the BEHERAL menu 
page. 


cl Sena Bee art 
E 3 
CLOCK HASTER Tales ET 


WORD/VIDEO SETUP WORD OUT/TERH-ON 
REFERENCE LEVEL 
INPUT HONITOR 





2. Press the MENU button to open any other menu page. 
REC OPTIONS 


AUTO HARK 
PAUSE HODE 





r TOMS page open 


3. Turn the MULTI JOG dial to select the item to set. 


iia Oe) hs Bee te 
AUTO FILE INCREMENT ee 


PAUSE HODE SPLIT 





PHEE selected 
4. Press the MULTI JOG dial to open the settings screen. 


AUTO MARK rege ra [EL] =a arte 


AUDIO OVER "i 
SYHC UNLOCK Lt 


i ee ee OFF 
a ee a 10min 





5. Turn the MULTI JOG dial to change the setting. 


To set another item on the same screen, press the MULTI 
JOG dial to move the cursor to me next aes 
When ifie eel & MOUE Cur " appears at the 
top right of the screen, ou can use she d/l [MARK 
<< / >I] buttons to move the cursor. 

7. Repeat steps 5 to 6 as necessary to set other items. 


On the last item, press the MULTI JOG dial to confirm the 
changed settings and return to the Menu Screen. 


Press the HOME [METER] button to return to the Home 
Screen. 


° Press the EXIT [PEAK CLEAR] button to cancel the menu 
operation and return to the Menu Screen. 


* Menu items that cannot be changed are shown with gray 
characters and cannot be selected using the MULTI JOG 
dial. 


Installing an SSD/HDD drive in the 
case 


1. While pressing the cover lock on the left side of the 
SSD/HDD case handle, slide the lower cover toward the 
connector and remove it. 

2. While pressing the cover lock on the right side of the 
SSD/HDD case handle, slide the upper cover toward the 
connector and remove it. 

3. Place the SSD/HDD drive in the top of the case, and attach it 
to the connector at the handle end. 

4. Attach the set SSD/HDD drive with screws through the 
bottom of the case. 

5. While pressing the cover lock part of the SSD/HDD case, 
slide the lower and upper covers from the connector end to 
attach them. 





Be careful not to squeeze parts near the handle when 
attaching the upper and lower covers. 


Loading and removing SSD/HDD cases 


Loading an SSD/HDD case 


Insert the SSD/HDD case into the SSD/HDD SLOT on the front of 
the unit until they are even. 


Before inserting the SSD/HDD case into the main unit, 
remove the static electricity protection cover from the SSD/ 
HDD case main unit connector. 





Static electricity 
protection cover 





3 - Preparation 


* Ifyou are unable to insert the SSD/HDD case properly, try 
removing it once and reinserting it. 


* You can insert a case even when the unit is on. 


Removing an SSD/HDD case 
SSD/HDD cases can be ejected. 


Do not remove the SSD/HDD case from the unit when the 
SSD/HDD is being accessed (during recording, playback, 
when data is being written or at other times when the 
SSD/HDD case indicator is blinking orange). Removing a 
case when its drive is being accessed could cause proper 
recording to fail, recorded data to be lost, and sudden loud 
noises from monitoring equipment, which might damage 
the equipment or harm hearing. 


You can remove the SSD/HDD case from the unit even when 
the unit is on as long as the SSD/HDD is not being accessed 
(during recording, playback, when data is being written or 
at other times when the SSD/HDD case indicator is blinking 
orange). 

1. Slide the RELEASE switch toward —. 


This unlocks the loaded SSD/HDD case so that it can be 
removed. 





2. While sliding the RELEASE switch toward —-, grasp the 
SDD/HDD case by hand and pull it out. 


After removing the SSD/HDD case from the main unit, 
attach the static electricity protection cover to the SSD/HDD 
case main unit connector. 





~~ Static electricity 
a protection cover 


Using the security screw 


You can use the included security screw kit to lock the SDD/HDD 
case so that cannot be removed. 


Use a Phillips (+) driver to install/remove the security screw. 
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3 - Preparation 


securely. Push the I/O card in until its backplate reaches the 
back panel of the unit, leaving no gap, and clicks into place. 
Do not force the card into the slot. If you cannot insert the 
card properly, remove it once and try reinserting it. 


3. Use the two removed screws to secure the I/O oa in piace 


Turn me unit on, and check the 4! IM IMFOR- 

MT i screen to confirm hel it t has ecoaaed dhe 
nsec 0 card. (See “Checking the firmware version” on 
page 51.) 

If“SLOT1 : ---- (None)” or something similar appears, the card 
might not be inserted correctly or the screws might not be 
tightened securely. Insert the I/O card securely into the unit 


Noy = again. 


During installation, be careful not to tighten the screw too 


much, Turning the unit on and off (putting it 
in standby) 





Connecting and disconnecting USB 
flash drives When the unit is off, press the STANDBY/ON switch on the front 
a of the unit to turn it on. 


You can connect and disconnect USB flash drives whether the 
unit is on or Off. 
TASCAM 


Do not disconnect a USB flash drive when it is being pt 6400 d |e 


accessed in one of the following manners. cite mr iia aac 








Doing so could damage data or the USB flash drive. DA-6400dp startup screen 
Moreover, disconnecting the USB flash drive during the 
execution of a firmware update could result in the unit _— 
becoming unable to Stan or operate properly. ee Weer 1S 
e During execution of the FHOTOR' FRESE T function f 
e During execution ofa TEM ERE LIF IMPORT or rm 
EXPORT 
e During execution of a firmware update 
e When the ERG SE screen is open and the USB flash Home Screen 
drive is being accessed After the unit starts and the startup screen is shown, the Home 
Screen will open. 
5 If no SSD/HDD is loaded in the slot or there are no audio files in 
Installing I/O cards (sold separately) the current folder, the take number and time will not be shown 


on the Home Screen. 


Before installing or removing an I/O card (sold separately), 


disconnect the power cord from the outlet or the unit. m Turning the unit off: 


Press and hold the STANDBY/ON switch to open a pop-up 
message. 


When the confirmation pop-up is open, press and hold the 
MULTI JOG dial to turn the unit off. 


* Donot turn the unit off (put it into standby) during 
recording, playback or at other times when data on the 
SSD/HDD is being accessed. The SSD/HDD case indicator 
blinks orange at such times. Doing so could cause proper 
recording to fail, recorded data to be lost, and sudden loud 
noises from monitoring equipment, which might damage 
the equipment or harm hearing. 


* When the unit is started up for the first time (or when the 
built-in clock is reset oe yoeing left unused without power 
for along time), the 2iLilk HE TLS T screen appears 
after the start-up screen ito allow the date and time of the 
built-in clock to be set. (See “Setting the built-in clock date 
and time” on page 19.) 





1. Remove the two screws from the plain panel and remove 
the panel itself. (Ifa different card is already installed, 
remove it.) 

2. Insert the I/O card into the card slot. Align the edges of the 
I/O card with the white guides inside the slot and insert it 
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Setting the built-in clock date and 
time 


Using its internal clock, this unit includes the date and time 

when a file is eCOres 

1. sie oer HET! J 7 em on the = 
a > page to open the @ Bm HET! is Ts ' screen. (See 

“Menu operation srocedurestc on n page 16.) 


CLOCK ADJUST kf el: MOVE Cursor 


oa it a 


11 : 22 





2. Press the MULTI JOG dial to enter setting mode and show 
the cursor on the item to be changed. 


Use the </> [MARK |<< / PF! ] buttons to move the 
cursor. 


CLOCK ADJUST If el: MOVE Cursor 


Fal 1 eee eae 


li : 22 





3. Turn the MULTI JOG dial to change a value, and press the 
MULTI JOG dial to confirm it and move the cursor to the 
next item. 

4. The cursor will disappear and setting the time of the built-in 
clock will complete after you change the year, month, day, 
hour and minute in order. 


When making a setting, you can press the EXIT [PEAK 
CLEAR] button to cancel the changes and return to the 
Menu Screen. 
5. Press the EXIT [PEAK CLEAR] button to return to the Menu 
Screen. 


Adjusting the brightness 


While pressing and holding the HOME [METER] button, turn the 
MULTI JOG dial to adjust the brightness of the color display and 
the indicators. 

While pressing and holding the HOME [METER] button, press 
and turn the MULTI JOG dial to adjust the brightness of only the 
color display. 





























3 - Preparation 


Preparing SSD/HDD drives and USB 


flash drives for use 


In order to use an SSD/HDD drive or USB flash drive with this 
unit, you must use this unit to format it first. 


* Formatting erases all the data on the SSD/HDD drive or USB 
flash drive. Confirm that this is okay before proceeding. 


* Always use this unit to format medias to be used with it. 
Operation of this unit might be affected when using an 
SSD/HDD or USB flash drive that has been formatted bya 
computer or other device. 

ly On et) nL TH page, Select the UTCE FORMAT or 
“MET item. (See “Menu ieperion procedures” 
on n page 16) 





MEDIA 
FULL FORMAT 
HEDIA INFO 
USB CONNECT 





BHU DR REET: Format only media management 
eae: 
PL ease tage Loa tne media. 


2, When thea cK FORMAT orr ULL FORMAT screen 
opens, see ie ede to Some 


010) eae 


USB 





When lille FORMET selected 


The following pop-up message will appear. 


OK: EXTER 
AY CANCEL: EXIT 
--- QUICK FORHAT --- 
FORMAT SSD/HDD? 


This will erase all data on SSD/HUD 





WhenfliiCk FCREAT selected 


° Press the EXIT [PEAK CLEAR] button to cancel formatting. 


° Ifno SSD/HDD drive is loaded, the following pop-up 
message will appear. 


3S CLOSE: EXIT 


SSD/HDD is not available 
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3 - Preparation 


3. Press the MULTI JOG dial. 
A second confirmation pop-up message will appear. 


OF: HOLD ENTER 
CANCEL: EXIT 


PLEASE CONF IRH 
--— QUICK FORHAT --- 
FORMAT S5D/HDD? 


— This will erase all data on S50/-HDD 





Whenille FORMET selected 


4. Press and hold the MULTI JOG dial to start formatting. 


The following pop-up message will appear during 
formatting. 


--- QUICK FORMAT --- 


Formatting SSD-HDD .. 





When Gillick FORMAT selected 


5. When formatting ends, the pop-up disappears and the 
Home Screen opens. 
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Connecting headphones 


Connect headphones to the PHONES jack on the front of the 
unit. 






































Before connecting headphones, minimize the volume with 
the PHONES knob. Failure to do so might cause sudden loud 
noises, which could harm your hearing or result in other 
trouble. 


Setting headphones monitoring mode 


The headphones monitoring mode can be set. 


MQGE item onthe 





PREFEREHCES pagetoopentheFHOMES AON ITOR 
PEDE screen. (See“Menu operation procedures” on page 
16.) 


PHONES MONITOR MODE 


tS = 


pe | dd 
Toggle PHOHES MOWMITOR MODE : STEREO ; MONO 
TAlso use on HOME Sscreera 





Set the headphones monitoring mode. 
Options: = TEREO (default), MONO 
Confirm the setting and return to the Menu Screen. 


When making a setting, you can press the EXIT [PEAK 
CLEAR] button to cancel the changes and return to the 
Menu Screen. 


When the headphones monitoring mode is set to MONO, the 
solo selection frame on the Home Screen will be fora mono 
channel. 


m 001 00:22:0415 TR 
T001_701509027-147153_001 





screen is open, press and hold the MULTI JOG dial while 7 
pressing and holding the SHIFT button to switch the 
headphone monitoring mode between STEREO and MONO. 


3 - Preparation 


3. Press the EXIT [PEAK CLEAR] button to return to the Menu 
Screen. 


Setting the lock function 


You can set the lock function to prevent this unit from being 
controlled from its front panel or an external device. 


1. Press the MENU button while pressing and holding the 
ao pee button on the front of the unit to open the 


“ page. 


LOCK SETUP 


EXTERNAL CONTROL UNLOCK 
Ler Hh 
Si) de Disable 
PLAYBACK LOCKOUT pete ea 





2. Select the lock function to set, and open the lock function 
setting screen. (See “Menu operation procedures” on page 
16.) 


LOCK SETUP 


FRONT PANEL 





This locks the controls on the front of the unit. 
Options: UML GOCE (default), LOO 





The following operations are possible even when set to 


* Showing the Home Screen 

° Using the INFO Button 

* Changing settings onthe Liitlk SETUP screen 

* Turning the power off with the STANDBY/ON switch 


* Adjusting the brightness of the color display and 
various indicators 


This locks external control from the RS—422 and 
PARALLEL connectors, as well as file transfer and remote 
control by Telnet using an FTP client application. 


Options: UHLOCK (default), LOC 


This locks operation using a USB keyboard or numeric 
keypad connected to the USB2.0 port and keyboard and 
mouse operation from a VNC viewer application (See 
“VNC nae HEIN OnS ence on page 44.). 


oe MLOCE (default), L 





This feck: record pobers ene 
Set this to E = if you want to use the unit as a 
playback device and not allow ee 

ede ai: 1 (default), & 





This me s playback operations. 
Set this to E L& if you want to use the unit as a 
recording segs ane not allow eel 

Options: [7 =. = (default), & 
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4- Recording 


In this chapter, we explain basic recording operation procedures. 


The maximum number of recording channels for this unit 
depends on the sampling frequency as follows. 


@ 44.1/48kHz: 64 channels 
@ 88.2/96kHz: 32 channels 


Restrictions on recording operations 


Due to the specifications of this unit, recording will be restricted 
when the total number of files and folders inside one folder 
becomes great. This restriction is as follows. 
* Recording might be restricted when the total number of 
files and folders inside a single folder exceeds 10,000 
In this case, recording a new take from a stopped state 
might not be possible. 
If such a folder is loaded, recording to that folder might not 
be possible. The following pe up Nea ee will appear in 


such cases. At such times, #2 1.18824. will also appear in 
the remaining recordable time areaon hehe Home Screen. 


Oi OL OEAOLOLAoTe zy 


( CLOSE: EXIT 


Cannot RECORD 


Ssysten limit reached. 


Please make new Folder. 





The total number of files and folders inside a folder includes 
files and folders created by devices other than this unit. 

This also includes files and folders that ordinarily cannot be 
seen, including management files and system files. 
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Setting the master clock 


The unit's master clock can be set. 


Set up a system with multiple connected digital audio 
devices so that it uses ne one master EOck 

1. Selectthe CLOCK MASTER item onthe i . page 
to open the LGC E screen. "(Gee “Menu ppeont piace: 
dures” on page 16.) 


HASTER 





2. Set the master clock. 





ebpen Meaning 





eeule oS The unit's internal clock is used. 





Synchronize with the word clock signal 
input through the WORD/VIDEO IN 
connector. 

Synchronize with the video clock signal 
input through the WORD/VIDEO IN 
connector. 

Synchronize with the SLOT 1 digital 
signal clock. 

Synchronize with the SLOT 2 digital 
signal clock. 

















3. Confirm the setting and return to the Menu Screen. 





* When synchronizing with video clock, the frame rate of the 
input signal and this unit’s TC FRAME TYPE setting must 
match. (See “TC FRAME TYPE” on page 37.) 


* If synchronization with the set master clock is not possible, 
the unit will switch to its built-in clock and an asterisk (*) will 
appear at the end of the selected setting name. 


* When synchronization a ine medias master Pen 


oo a eon 


ae > will appear 

asa | pop-up message. 
Press the MULTI JOG dial to switch from using the built in 
clock to using the external clock as the master clock. 
Press the EXIT [PEAK CLEAR] button to close the pop-up 
menu and continue using the built-i in clock as the master 
clock. In this case,# ©Re3airiecd- will appear at the end 
of the selected setting n name. 

° When#® (Redai ? appears at the end of oS see 
yaa nae press sthe W MULTI 40G a to pet a* ri 


Lo * pop- up 
message. press the Mu LT JOG ‘dial to 5 click from using the 
built in clock to using the external clock as the master clock. 
Press the EXIT [PEAK CLEAR] button to close the pop-up 
menu and continue using the built-in clock as the master 
clock. 


When switching the master clock, noise might occur in the 
audio input and output. 

Be aware of this when choosing when to change the master 
clock. 


Making word/video connector 
settings 


Settings can be made for the WORD/VIDEO IN and WORD/ 
VIDEO peta he connectors. 


1. select ee IIPEW Serur item ¢ on en 
GEHE _ page to open nthe li ORD-UIDEO SETUP 
screen. "(Gee “Menu operation precedes’ on n page 16) 





WORD/VIDEO SETUP 


CONNECTOR HODE 





2. Set the word clock output signal. 





Option Meaning 

Set the signal output from the 
WORD/VIDEO OUT/THRU 
connector to WORD OUT, and 
turn WORD/VIDEO IN connector 
termination resistance (75Q) on. 





FM —CM (default) 





Set the signal output from the 
WORD/VIDEO OUT/THRU 
connector to WORD OUT, and 
turn WORD/VIDEO IN connector 
termination resistance (75Q) off. 





Set the signal output from the 
WORD/VIDEO OUT/THRU 
connector to THRU output of the 
signal from the WORD/VIDEO 
IN connector, and turn WORD/ 
VIDEO IN connector termination 
resistance (75Q) off. 











3. Confirm the setting and return to the Menu Screen. 


4- Recording 


Setting the reference level 


You can set the analog input and output headroom (difference 
between the maximum mane ere levels). 


1. Select the F 
page to open 7 the F cag ong gu 
“Menu operation aeeccures on n page 216) 


LIE] item on the {3 
_ screen. ace 





REFERENCE LEVEL 





2. Set the reference level. 





Option |Meaning 


+6dBu standard level, +15dBu maximum level 





~i<ce |+4dBu standard level, +18dBu maximum level 





+4dBu standard level, +20dBu maximum level 





+4dBu standard level, +22dBu maximum level 





(default) 








+4dBu standard level, +24dBu maximum level 








3. Confirm the setting and return to the Menu Screen. 


Setting input monitoring 


Turn input monitoring off before playing back recordings. 


Audio input through jacks for channels that have input 
monitoring on will oe oe nom ane unit's auto ee 


1. Select the i 
page to open nthe I 


LPL | ms on the ig 
operation Soe on 1 page 16) 


“ screen. “Gee “Menu 





INPUT MONITOR 





2. Set the input monitoring mode. 
Options: 
FLL. €M:Turn input monitoring on for all channels 


ALL F (default): Turn input monitoring off for all 
Sranicle. 


Trici : Allow input monitoring to be turned 
aniee for che channels individually or all at once 


3. Confirm the setting and return to the Menu Screen. 
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4 - Recording 


Setting input monitoring for specific 
channels 
en the fi - onthe | ‘ screen is set to 


iL Pipl AGHitGHAGC can ibe nied on/off for 
specific channel individual 0 or cen at once. 


1. Open the f PILE ‘ screen. (See “Menu 
pene procedures on n page 216) 
2. Onthe I PO | 


: screen, a the input 





aOnIonnG taede tol 


Le ee 


WE 
aU tee Ac 


RANGE SELECT 





Underneath the MODE item, theRHMGE SELECT item 


appears. 
3. Press the MULTI JOG dial to confirm and move the cursor to 
the next item. 
Use the <4 /P1 [MARK |<< / 1] buttons to move the 
cursor. 
When the cursor is at ON or OFF, press the MULTI JOG dial to 
open a confirmation pop-up message. 


When the confirmation message is open, press the MULTI 
JOG dial to set all channels at once. 


INPUT MONITOR rege ran |eLt) =  or tet 


HODE Individual 
RANGE SELECT CHi}ie- CH64 ON 





Setting the first channel to be included when selecting a range 
of channels at once 


oo 


HEL - He 3: First channel included when selecting a 
range of channels at once 

tHe -C Hoe 4: Last channel included when selecting a 
range prehannc at once 

(iF F /CEM: Input monitoring status for range of channels 
seed. at once 


4. By moving the cursor to the input monitoring indicator area, 
you can set input monitoring for individual channels. 


Press the MULTI JOG dial to enable/disable monitoring for 
the channel where the cursor is. 


INPUT MONITOR uLTI Jog ¢ ke BI: MOVE Cursor 


gD Individual 
RANGE SELECT CHO1 -— CH?70 OFF 





You can also turn the MULTI JOG dial to select a channel. 
Turn the MULTI JOG dial while pressing and holding the 
SHIFT button to move the cursor by 4 channels at a time. 


24 TASCAM DA-6400/DA-6400dp 


Making recording channel settings 


1. Seal or 





{item on a ie ' 


rT page a Sent the F i screen. 1. (See 


“Menu eeerich srocedures on n page 216) 


Se ee 


WL 





2. Set the recording function mode. 
Options 
Cif (default): Recording is enabled for all channels 
FFs pete is disabled for all channels 


Pricii : Allow recording to be enabled/ 
Aicabied a pete channels individually or all at once 


3. Confirm the setting and return to the Menu Screen. 


Setting the record function for specific 
channels 


en mew "on the Pio i screen is set to 
i eeoinge can be enabicd dibs for specific 
zh aniicls navi or all at once. 


1. Open the F: 


IMI TP TO screen. (See “Menu operation 
pioeHres on n page 16) 


2. Set the pe HapeHOn mode on the F 
screen to | mua | 


REC FUNCTION rege Mra [EL] =a ore tey 


Ona Individual [- 


RANGE SELECT CHO1 - CH64 OFF 





Underneath the MODE item, theRHMGE SELECT item 


appears. 
3. Press the MULTI JOG dial to confirm and move the cursor to 
the next item. 
Use the <4 / ri [MARK |<< / 1] buttons to move the 
cursor. 
When the cursor is at ON or OFF, press the MULTI JOG dial to 
open a confirmation pop-up message. 


When the confirmation message is open, press the MULTI 
JOG dial to set all channels at once. 


REC FUNCTION kk Bl: MOVE Cursor 


gD Individual 
RANGE SELECT CHi}ie- CH64 OFF 





Setting the first channel to be included when selecting all 
channels at once 


= 
(HEL -C He 3: First channel included when selecting a 
range of channels at once 

(Hel -C Ho 4: Last channel included when selecting a 
range of channels at once 

Cir F /CiM: Record function status for range of channels 
ceiecied! at once 


4. By moving the cursor to the record function display area, 
you can enable/disable recording for individual channels. 


Press the MULTI JOG dial to enable/disable recording for the 
channel where the cursor is. 


REC FUNCTION A es CY A etl 


HODE Individual 
RANGE SELECT LO en as 





You can also turn the MULTI JOG dial to select a channel. 
Turn the MULTI JOG dial while pressing and holding the 
SHIFT button to move the cursor by 4 channels at a time. 


Setting the recording file format 


The quantization bit depth and sampling frequency used when 
recording files can ove set. 


1, _ see Vite on the k LE 
Pur T page to open n the E i screen. . (See 
“Menu SpenueA proc dines c on 1 page 16). 


US a 


LENGTH 





2. Set the quantization bit depth. 


Options: iBisit, #4b1 4 (default) 
3. oD the sein sd return to the FEI? 
i page. 
. Turn ane MULTI JOG dial to select the RET F ; item. 
5. Press the MULTI JOG dial to open the REL F = screen. 


ee 





6. Set the sampling oaeaied used for ov 
Options: 44. LE Hz,4ok He (default), 85. 2kHE, FOR HE 


7. Confirm the setting eaieetion to change the eaniplint 
frequency used by the unit and return to the Menu Screen. 


4 - Recording 


When the setting is changed from 44.1/48kHz to 88.2/96kHz or 
from 88.2/96kHz to 44.1/48kHz, a message appears confirming 
that the maximum number of recording channels has changed, 
as shown below. 


. OK: ENTER 
?) CANCEL: EXIT 


Available REC channels = 3? 
Change Fs to S6kKHz? 





When this message is open. press the MULTI JOG dial to confirm 
the sampling frequency change and return to the Menu Screen. 


The maximum number of recording channels for this unit is 
as follows. 


@ 44.1/48kHz recording sampling frequency: 64 channels 
@ 88.2/96kHz recording sampling frequency: 32 channels 
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4 - Recording 


Setting the file name format 


You can select the format of names given to files automatically 
during inns 


1. eo shea ME = item ¢ on oe REL FILE 
i T page - open nthe F ICE screen. (See 


“Menu obeacon Sic urs on n page 16.) 





eS als 
T001_20150629-155225_001 
AT 





2. Select one of the following file name formats. 

a 
Sater = (default): The date and time of the unit's 
built i in ance is used for the file name. 


Dae =: The name of the folder is used for the 
file name. 

Wer | i: The text set by the user (maximum of 31 

earn is jie for the file name. 

3. If you selected Date/Time or Folder Name (or User Word and 
you do not want to change the text used for the file name), 
press the MULTI JOG dial to return to the menu. 

If you selected User Word and you want to change the text 
used for the file name, press the >! [MARK 1] button 
toopentheliser blcarcl screen. 


User Word : ee ean Pn a 
ha 





4. Edit the text used for the file name. For details about how to 
edit the text, see “Editing text” on mpegs 26. 


5. After you finish editing, oleate eae to confirm the edited 
text and returned to the F LE. HE riE screen. 


6. Confirm the setting and return to the Menu Screen. 





Editing text 
Use these operations to edit text. 
m Changing the cursor (editing point) position 
Use the </>! [MARK |<< / 1] buttons on the unit. 
m@ Changing the character input: 
Turn the MULTI JOG dial. 
@ Inputting the selected character at the cursor 
(editing) position: 
Press the MULTI JOG dial. 
m@ Leaving a single space open: 


Turn the MULTI JOG dial to select a blank space at the left 
end of any row, and press the MULTI JOG dial. 


™@ Deleting a character: 


Turn the MULTI JOG dial to select DEL (to delete a character 
to the right of the cursor) or BS (to delete a character to the 
left of the cursor), and press the MULTI JOG dial. 
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M Deleting all characters to the right of the cursor: 


Turn the MULTI JOG dial to select DEL, and press and hold 
the MULTI JOG dial. 


™@ Deleting all characters to the left of the cursor: 


Turn the MULTI JOG dial to select BS, and press and hold the 
MULTI JOG dial. 


@ Switching between upper and lower case: 
Press the SHIFT button. 


M@ Canceling edits: 
Press the EXIT [PEAK CLEAR] button. 


H Inputting the date. 


Turn the MULTI JOG dial to select DATE A. Press the MULTI 
JOG dial to input the date and time of the built-in clock in 
blared format. 

On the F fE FOLDER screen, if a folder with the 
same name re aleady exists,. an a wndereore (_) followed by a 
number that has not already been used will be added to the 
end of the name. 


* You can connect the SSD/HDD to a computer and edit file 
names from the computer. Doing so, however, could cause 
the order of the files to change when played back on the 
unit. 


* Onatext input screen, characters other than English 
letters, numerals and symbols will not be shown. If text 
includes characters other than English letters, numerals and 
symbols, opening a text input screen will delete them. 


* The following symbols and punctuation marks cannot be 
used in text. 


¥/I*I" >| 


You can also use a USB keyboard to edit characters. (See 
“Using the keyboard to input names and values” on page 
53.) 


m@ Character input limit 


The blue background in the character field indicates the 
maximum number of characters. The gray background shows 
characters in excess of the maximum number. These will be 
discarded when you select Enter and confirm the input text. 


Automatically incrementing take 
numbers 


The unit can automatically increment take numbers when set 
conditions are met during recording. Each time the take number 
is incremented, a new audio file is created. 

Use the menu to select the auto file incrementation mode and 
make specific ae 


1. aes sae FF THCREMEHT ; item on the 
FILLE es LIF rT page t6 open the Fi ~TLE 
THOREMEMT screen. (See “Menu operation eiececiie on 
page 16.) 


AUTO FILE INCREMENT 


> MOVE Cursor 


LE 


Bs 





When Hifite issetto TINE 


2. Set the auto file incrementation mode. 
Options 
m TE: Increment whenever the set size is reached. 


TF TME (default): Increment whenever the set time is 
reached. 


When the rPiLE DHOREMEMT screenis open, 
use the << i] PP [MARK << </ PP ] buttons to move the 
cursor between setting items. 
3. Press the MULTI JOG dial to confirm the setting. 
Move the cursor to the next setting item. 


4. Turn the MULTI JOG dial to select an option. 


In SIZE mode 
Options: & = (77min), 1 &E (124min), 2G 
(48min)default) 

In TIME mode 
Options: 1 tii ri- 4m i (71-minute increments, 


default is Saori 


* When meek SIZE mode, the time values in ee next 


fo “ = ftem sel change according to the F: 
FS. andE ef? LEP i screen settings. 
: When using TIME mode and the cursor is on the { i FE item, 


turn the MULTI JOG dial while pressing and holding ihe 
SHIFT button to change the time in 10-minute increments. 


5. Confirm the setting and return to the Menu Screen. 


Incrementing take numbers manually 


You can press the @ [SPLIT] button during recording to 
increment the take number. 


A message will appear if incrementing is not possible when you 
press the @ [SPLIT] button due to system limitations under 
conditions like the following. 


@ When the @ [SPLIT] button is pressed repeatedly in a 
short amount of time 


@ When the media has very little remaining open space 


@ When the limit to the number of files in a folder is reached 


4- Recording 


Adding marks automatically when 
recording 


By turning the auto mark function on, you can have the unit add 

marks automatically when audio level overloads occur or when 

synchronization errors occur because external clock is lost. 

Using this function, you can quickly search for locations where 

problems OEE pee ee 

1. Select the H Fie = Mery on the F PIONS 
page to open hed UT oF . screen. nsee “Menu 
operation eeu on page 216) 





AUTO MARK rege PD [EL = rte 


ra 


a) TA 
SYHC UNLOCK Lt 


i ee ee OFF 
a ee a 10min 





2. Use the MULTI JOG dial to set the following auto mark 
function settings. 


Add a mark whenever the audio level reaches 0 GB (full 
bit). 
oe F (default value), © 


Add a haat whenever synchronization with the master 
clock is lost. 


Options: GF F (default value), OF 
Add a meth at set time ere 
es eget value), © 


set the elengtho of ie interval for adding marks when the 
HTE! . item is on. 


pete noo 4m iri (1-minute increments, 
default is ‘omin) 


° When the Hilti HARE screen is open, use the << / >>| 
[MARK |<4<4 / 1] buttons to move the cursor between 
setting items. 

°* When oe ALTO it . Screen is open and the cursor is 


at the | ERA ul Hl “TY - item, turn the MULTI JOG dial 
while pressing and folding the SHIFT button to change the 
time in 10-minute increments. 
3. When the cursor is at the PL] - item, press 
the MULTI JOG dial to enti the setting and return to the 
menu. 


° AfteranRiibtO QUEER ors YHOO UMLOLE mark is 
added, thet same Nie of mark will not be added again until 
at least 10 seconds have passed. 


° Foraniiiti: Glick, amark named “OVERxx”* will be 
added. 
° Fora’s'*/hMt L_iifK, amark named “UNLKxx”* will be 
added. 
° Foralifit eliCL |) amark named “TIMExx”. will 
be added. 
*The “xx” is a number given to all marks that is incremented 
in order. 
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4 - Recording 


Adding marks manually when 
recording 


You can manually add a mark to a take where you want it when 
recording, allowing you to find that point again quickly during 
playback. 


Moving between marks is only possible when stopped, 


playing back or in playback standby.(See “Moving to marks” 


on page 45.) 


Adding marks when recording 


During recording when the Home Screen is open, to add a mark 
at a desired point, press the MULTI JOG dial when that point 
comes. 


* The maximum number of marks that can be added to a take 
is 99. The mark data is stored in the file. 


* You can also add marks when the unit is stopped, playing 
back or in playback standby. (See “Adding marks” on page 
45.) 

* Amark added manually will be named “MARKxx”*. 


*The “xx” is anumber given to all marks that is incremented 
in order. 


Setting the pause mode function 


You can set the pause mode function to either divide the file or 

not whenever you switch the unit from recording to recording 

standby ape 

1. Select the PRLS aE MODE ret) on the F PIONS 
page to open nthe F Use || . screen. ioe “Menu 
operation eroceauee on page 16) 





PAUSE MODE 





2. Set the pause mode function. 
ee 
| T (default): Create a new file whenever recording 
is s paused 
ME | *:Do not create a new file whenever 
‘coring is auc 
3. Confirm the setting and return to the Menu Screen. 


Setting input signal routing 


Set the input pees ics 


i die le FOUTIHG 1 pageorthe I 
a Ze * page and select the channel thaty you want to 


aaarige. (See “Menu eee shesagenl on page 16.) 


2. This opens the I i screen for the selected 


channel. 
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INPUT ROUTING 


CHANNEL 1- 6 





PTHig screen CHANHEL 


3. Set the signals input to the channel. 
Options: 
SLUT] st (default for CHANNEL 1-8) 
L& (default for CHANNEL 9-16) 


Fe (default for CHANNEL 17-24 


( 

( 

( 
2S 32 (default for CHANNEL 25-32 
2 «bi (default for CHANNEL 33-40 
L-4& (default for CHANNEL 41-48 
( 

( 


ci Fe (default for CHANNEL 49-56 


) 
) 
) 
) 

*—& 4 (default for CHANNEL 57-64) 


4. Confirm the setting and return to the Menu Screen. 


Making I/O card settings 


After installing an I/O card (sold separately) in SLOT 1 or SLOT 2, 
etnaon about that card and its settings are available on the 
sLOT LorsLuoy?t 2 page. 


SLOT1 (IF-MAG64/EX : MADI) 


Cc 
64ch-/32ch 
956K Frane 


We ES 
2xFs HADI OUTPUT FRAHE 





When IF-MA64/EX installed 


c i is shown when no I/O card (sold separately) is 
installed. 


| eee Cel pt d) 





Settings for IF-MA64/EX and IF-MA64/BN 
cards 


m@ MADI INPUT STATUS 


This shows the channel mode/frame frequency of the MADI 
input signal. 

Example: 64ch/32ch 48kHz 
If there is no input signal, nia 813m 
m@ MADI INPUT FRAME 


This shows the MADI input signal frame type (48K Frame/96K 
Frame). 


1 is shown. 


If there is no input signal, ict = #13nm4 1 is shown. 


m@ MADI INPUT SELECT (IF-MA64/EX only) 


Set the input connector used. 
Options: CORA TAL (default), GF TICAL 


m@ MADI OUTPUT CH MODE 


Set the output channel mode. 
Options: &4ch-32ch (default), shch-2be0h 


Left of /: 1xFs channel mode 
Right of /: 2xFs channel mode 


Mm 2xFs MADI OUTPUT FRAME 


Set the MADI output signal frame type when the unit's sampling 
frequency is 88.2/96kHz. 


Options: 436 Frame,2&E Frame (default) 


A MADI signal with a 88.2/96kHz sampling frequency and 
48K Frame type cannot be distinguished from a 44.1/48kHz 
sampling frequency MADI signal. 


For this reason, a 48K Frame MADI input signal that does 
not match the sampling frequency of the receiving device 
cannot be received as proper audio data. 


When using a 48K Frame MADI signal, always match the 


sampling frequencies of the signal sending and receiving 
devices. 


The signal from the IF-MA64/EX MADI COAXIAL IN 
connector is output through its MADI COAXIAL THRU 
connector whether the unit is on or off. 

When the unit is turned on/off, however, the signal output 
from the MADI COAXIAL THRU connector will be momen- 
tarily disrupted. 

For this reason, time turning the unit on/off carefully when 
the signal output from the MADI COAXIAL THRU connector 
is being used by a connected device. 


Timecode synchronized recording 


This unit captures the timecode from its built-in timecode 
generator at the start of recording and uses it as the file start 
time. 


4 - Recording 


Recording duration 


The table below shows maximum recording times by file format 
on SSD/HDD drives of different capacities. 





Media capacity 





























File format used 

80GB | 120GB | 240GB | 480GB 
16-bIt/44.1kH2/64-| 3 55m) Sh 53m] 11h47m| 23h 35m 
channel 
VO-BIL/ABKHZ/64- 3h 36m) 5h 24m) 10h 49m] 21h 40m 
channel 
26 DILIAATKHZIO4-| oh 36m} 3h55m) 7h S1m| 15h 43m 
channel 
2A-DIL/ABKHZ/64- | oh 24m} 3h 36m) 7h 13m) 14h 26m 
channel 
26 DIt/88.2KHZ/32-) 5h 36m) 3h55m)7hSIm| 15h 43m 
channel 
24-bit/96KHZ/32- | oh 24m) 3h36m) 7h 13m| 14h 26m 
channel 














* The recording times shown above are estimates. They might 
differ depending on the media used. 


* The recording times shown above are not continuous 
recording times, but rather they are the total possible 
recording times for the media. 
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5 - Working with Folders (BROWSE screen) 


You can manage audio files on the SSD/HDD drive in a folder 
structure. 

After selecting a folder to work with on the BE GiiSE screen, 
you can open a folder pop-up menu. 


You can also create folders from the menu. 


* Using a computer to read the contents of SSD/HDD drives, 
you can change the folder structure, edit the names of 
folders and files, and delete folders and files, for example. 


* Making changes witha computer, however, could cause the 
order of the files to change when played back on the unit. 


Opening the BROWSE screen 


eee a - item on the f3 . page to open the 
“ . screen. 1 (See “Menu spciaon ores on page 


‘ed 


s] ee) Cy L008) eines Re eda 
mSSD-HDD ROOT 
@ 70150907 
st eae lt ea Ee) 


les 





Navigating the BROWSE screen 


On the BECSE Screen, folders appear in a list in the same way 
files are shown on a computer. 
When the BERGHE screen is open, use the MULTI JOG dial or 


<< />P! [MARK |<< / PI] buttons to select a file or folder 
for use. 
* Press the MULTI JOG dial to open the folder pop-up menu. 
(See “Folder operations” on page 30.) 
° Press the EXIT [PEAK CLEAR] button to move up one folder 
level. 
At the media selection level, press the EXIT [PEAK CLEAR] 
button to return to the Menu Screen. 


Press the EXIT [PEAK CLEAR] button when using a folder 
menu to go back one operation. 


Turn the MULTI JOG dial to select a folder or file. 


* When afile or folder is selected, press the << [MARK 
<<] button to move up one level or the >! [MARK 
>P}] button to move down one level. You can also change 
levels when a folder is selected by turning the MULTI 
athe oe) to ya the pop-up folder menu and select the 

OF h au ans will move up one level if the 
op fine of the E screen is selected and down one 
level if the a one or cre line is selected. 


* When a folder or file is selected, press the HOME [METER] 
button to return to the Home Screen. 

* When atake is selected, press the B® button to return to 
the Home Screen and play that take. 

* When atake is selected, press the Il [CHASE] button to 
return to the Home Screen and enter playback standby at 
the beginning of that take. 
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Icons on the BROWSE screen 


The icons that appear on the BE CHS E Screen are as follows. 
@ Plain folder 


The folder name appears next to the Eicon. 
“C” appears in a yellow [élicon for the current folder. 


m@ Take 


The file name appears next to the BI icon. 
The '@ icon appears yellow for the current take. 


m Audio file 
The |#l icon appears for audio files included in a take. 
@ Other files 


The file name appears next to the Eicon. 


Folder operations 


Select the desired folder on the BE MGiiSt Screen and press the 
MULTI JOG dial to open the pop-up folder menu. 


Tes ah) TP” et eee ee ge 
fess) Ian 

Pata bate ara Ts 

a 20150902_001a 





Turn the MULTI JOG dial to select the desired operation, and 
press the MULTI JOG dial to execute it as follows. 


Mm ENTER/EXIT 


Press the MULTI JOG dial when the Efi TE item is shown to 
enter the selected folder and view its contents as a list. 

Press the MULTI JOG dial when the E # I T item is shown to 
close the selected folder and move up one level. 


m LOAD 


Select as the current folder, enter it and view its contents as a 
list. 


Only a folder in the root directory of the SSD/HDD can be 
selected as the current folder. Folders in other locations 
cannot be selected as the current folder. 


mM RENAME 


Open the F fe FUL ‘ screen where you can edit the 
name of he eieed fide eS “Editing folder, take and file 
names” on page 31.) 


m DELETE 


Delete the selected folder. (See “Deleting folders, takes and files” 
on page 32.) 


m COPY 


Copy the selected folder. (See “Copying folders, takes and files” 
on page 32.) 


mM REBUILD 


Use this to rebuild the selected folder after deleting a file from 
the unit by FTP, for example. (See “Rebuilding folders” on page 
23) 


This can only be done when the unit is stopped. 


5 - Working with Folders (BROWSE screen) 


m@ INFO 


Open a pop-up with the creation date and time of the selected 
folder. 


m CREATE 


Create a new folder. (See “Creating new folders” on page 33.) 


m CANCEL 


Close the folder menu. 


Take and file operations 


Select the desired take or file on the BE Gu: Screen and press 
the MULTI JOG dial to open the pop-up file menu. 


50) e808) eee me ee ee ee 
DA Files 


i) SELECT 
a ele 20150902-142153_( pENANE 


& dab400_takes.bin DELETE 
He 





Turn the MULTI JOG dial to select the desired operation, and 
press the MULTI JOG dial to execute it as follows. 


m ENTER (only when take selected) 
This shows the file list of the selected take. 


m SELECT (only when take selected) 


Set the selected take as the current take and return to the Home 
Screen. 


Mm RENAME 


Opener ME TOKE of PENOME | ee 
you can edit her name SOF the cclected take or file. (See “Editing 
folder, take and file names” on page 31.) 


m DELETE 


Delete the selected file. (See “Deleting folders, takes and files” on 
page 32.) 


m COPY 


Copy the selected file. (See “Copying folders, takes and files” on 
page 32.) 


m EDIT TC (only when take selected) 


Edit the start timecode of the selected take. (See “Editing the 
start timecode of a take” on page 33.) 


m@ INFO 


Open a pop-up with information about the selected take or file. 


If the selected file is a take, information is shown on two pages 
as follows. Press the MULTI JOG dial to switch between the two 


pages. 





Page (Contents 





Creation date and time 





Sampling frequency/bit length/number of 
1st channels 





File capacity 





File length 





START timecode 





2nd END timecode 








Frame type 








If the selected file is not a take, the creation date and time and 
file capacity are shown. 


m CANCEL 


Close the file menu. 


Editing folder, take and file names 


1. Select the folder, take or file with the name you want to edit, 


and open obs jes pop-up menu. 
2. see ss PTE = item to ela er MHME FOLDER, 


~ screen. 





RENAME FOLDER 
4 


: Cars OH ,OFF 





Editing a folder name 


3. Edit the name. 


For details about how to edit the text, see “Editing text” on 
page 26. 


4. After you finish editing the name, select EM TE to confirm 
it. 
Aie@iiainifia. « » Pop-up appears while the name is 
Bein easnges. 


After renaming completes, the BR GH SE 


* You can connect the SSD/HDD to a computer and edit 
names from the computer. Doing so, however, could cause 
the order of the files to change when played back on the 
unit. 


screen reopens. 


* Onatext input screen, characters other than English 
letters, numerals and symbols will not be shown. If text 
includes characters other than English letters, numerals and 
symbols, opening a text input screen will delete them. 

* The following symbols and punctuation marks cannot be 
used in text. 


¥/i*I" >| 
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5 - Working with Folders (BROWSE screen) 


Deleting folders, takes and files 


You can delete folders, takes and files from SSD/HDD drives and 
USB flash drives. 


Deleting a folder will also delete all the files it contains. 


1. Select the folder, take or file that you want to delete, and 
open the fOIEeENS eeu menu. 


2. Select the & - item, and press the MULTI JOG dial. The 
following en up message will appear. 


B R OWSE 7 SSD/HDD er ie are : An ou ee 


OF: ENTER 
CANCEL: EXIT 


Delete selected Folder? 


"DA Files" 





When deleting a folder 


Press the EXIT [PEAK CLEAR] button to cancel deletion. 
3. Press the MULTI JOG dial. 
A second confirmation pop-up message will appear. 


‘mL a i a ay] 
Oe e272] ery ca en a ae Ss 
Ok: HOLO ENTER 
Ad cancet: EXIT 


PLEASE CONF IRH 


Delete selected Folder? 


"DA Files" 





When deleting a folder 


4. Press and hold the MULTI JOG dial to delete the selected 
folder, take or file. 


A pop-up with, for example, &: Pia pokes 
appears while the folder, ker or 1 file is beina dace: 


When deleting completes, the Home Screen opens. 
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Copying folders, takes and files 


1. Select the folder, take or file that you want to copy, and open 
the folder/file pop-up menu. 

2. Select the UF‘ item, and press the MULTI JOG dial to 
open the copy destination folder selection screen. 


3. Move to the copy destination folder. 
@ Ifitis the first time copying, the media selection screen 


will open. Select the media that contains the copy desti- 
nation folder and then move to that folder. 


Sanaa ae ee), Pam eet aes 
esi ese OMe 


=: 
eater 





@ If itis the second or later time, the last shown copy desti- 
nation folder selection screen will reopen. 


TSN Osea) eee eee 


i_ T001_20150902-170235_001 
& dab400_takes.bin 





° During ey destination folder selection, FUE changes 
fOSELELT F = and blinks. 

° While cclectinia a copy y destination eee ee lua EXIT 
[PEAK CLEAR] button to open a‘. L. COPY confir- 


mation pop-up message. Press ihe MULTI JOG dial to close 
the ee ae unaug! folder selection screen and return to 
the f:: screen. 


: While hee copy destination is selected, select the RMT EL 
item from the pop-up menu and press the MULTI J0G G dial 
to close the copy destination folder selection screen and 
return to the BR GiSE screen. 


4. Select the copy destination folder, and open the folder 
pop-up menu. 


a as Li on 1 BT 


a 
DA S 


i oo Terme ys anit penny 
LUreEe Ge eet ee 
9 1034_70150914-134426_1 


5. Select the (GF item, and press the MULTI JOG dial to 
open a confirmation pop-up message. 





TERM esa eee 


: Ok: ENTER 
? | CANCEL: EXIT 
a 


Copy Selected Folder 
(0A Files 





When copying a folder 


5 - Working with Folders (BROWSE screen) 


6. Press the MULTI JOG dial to copy the item. 


Press the EXIT [PEAK CLEAR] button to cancel copying or 
change the copy destination. 


If a folder/take/file ao ne same name sabe exist in the 


a ae nanen, al. PPEP mak Copy Folder, Carnot 
T [6 OF Sririat c CF = pop- ‘up 
message will open. 


To change the name of the copied folder/take/file, press the 
MULTI JOG dial. 


For details about how to input text, see “Editing text” on 
page 26. 


Press the EXIT [PEAK CLEAR] button to cancel copying. 
7. A progress pop-up appears while the item is being copied. 


lich ee completes, the pop-up disappears and the 
me screen reopens. 


Rebuilding folders 


Use this to rebuild a folder when discrepancies occur between 
management and audio files after deleting a file from the unit 
by FTP, for example. 


1. Select the folder to rebuild, and press the MULTI JOG dial to 
open the pop-up folder menu. 


2. Select theREELU TLD 
MULTI JOG dial. 


A confirmation pop-up message appears. 


oO) h) oe 7/08) en ee Re Ome Pd te 


; OK: ENTER 
? CANCEL: EXIT 
of 


Rebuild selected Folder’? 





3. Press the MULTI JOG dial to rebuild the folder. 


Editing the start timecode of a take 


1. Select the take with the start timecode you want to edit, and 
press the MULTI JOG dial to open the pop-up file menu. 


2. SelecttheE ft TF TL item inthe file menu, and press the 
MULTI JOG dial. 
TheEGIT THEE Tl screen opens. 


T001_20150805-197142_001 
shoe Le HUM 





3. Use the MULTI JOG dial to change the time. 


Press the MULTI JOG dial when the cursor is in the last field 
to confirm the setting and return to the BR GHSE screen. 


* When editing, you can press the EXIT [PEAK CLEAR] button 
to cancel the changes and return to the BR Gi E screen. 


* You can also use a USB keyboard to input numbers. 


item in the folder menu, and press the 


Creating new folders 


Open the pop-up folder menu. 


2. Select the CREHTE 
screen. 


item to open the CRETE 


ei =e ee en an 
Kx ) | o> 


eae 


Lisa) 
ae 


ts 
ail] 





3. Input the folder name. 


For details about how to input a folder name, see “Editing 
text” on page 26. 

4. After you finish editing the folder name, select EM TER to 
confirm it. 


A confirmation pop-up message will appear. 


eo fo =e ee en an 


. OK: ENTER |p| 
? | CANCEL: EXIT 
a 


Create new Folder? 


"2015070 ?b" 





During folder creation, press the EXIT [PEAK CLEAR] button 


to cancel it. 
5. Press the MULTI JOG dial to create the new folder. 
At Pie oe oot ae an, E, a .p op- up app ears while the 


new folder i is ang cested,. 


After creation of the new folder completes, the BR GH SE 
screen reopens and the new folder becomes the current 
folder. 


°* The maximum number of folders that can be created ona 
single level is 1000. 


* The initial folder name shown will be the year, month and 
day of the built-in clock. (Example: 20150301) 


° Ifthis would be the same as the existing name, a three- 
digit number is added after the year, month and day of the 
built-in clock. Example: 20150301_001 
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5 - Working with Folders (BROWSE screen) 


Folder structure overview 
This unit manages audio files inside audio folders. 
In order to keep takes together on an SSD/HDD drive, there 


are audio folders such as “DA Files” and audio file groups called 
takes inside audio folders. 


Folder structure 


The folder structure is as shown in the illustration below. 


You can use a USB cable to connect the SSD/HDD to a computer 


and check the folder and file structure from it. 


Changing or deleting files inside folders, or changing their 
names might make it impossible for the unit to play back 
those folders. 


* Other folders and files used for management are also 
created. 


* Only a folder in the root directory of the SSD/HDD can be 
selected as the current folder. Folders in other locations 
cannot be selected as the current folder. 


File name 


The rules for file names are as follows 


T[3-digit take number]_ [file name]_[3-digit number]_[2-digit 


channel number].wav 


DA Files 


da6400_takes.bin * 
T001_20150901-112313 001 01.wav 
T001_20150901-112313 001 02.wav 


T001_20150901-112313_001_63.wav 
T001_20150901-112313_001_64.wav 
T002_20150901-121554 001_01.wav 
T002_20150901-121554 001_02.wav 


To02_201 50901-121554_001_63.wav 
T002_20150901-121554 001_64.wav 


*: automatically created audio management file 
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File formats 


This unit can record and play files of the following formats. 
File formats: BWF, WAV* 

Sampling frequencies: 44.1, 48, 88.2, 96 kHz 

Quantization bit depth: 16/24-bit 

Number of channels: 1 

*This unit cannot record WAV files, but it can play them back. 


* This unit recognizes and groups up to 64 mono WAV files 
together as a single take if they have file names in the 
format “[name]_[2-digit channel number].wav”. 


° Ifthe channel number has only one digit, a “0” will be added 
to the beginning of the number, resulting in “01” and “02”, 
for example. 


° Ifthe 2-digit channel number is “65” or higher in the name 
of a WAV file, it will be recognized as a single take. 


° Ifthe name of a WAV file does not have a 2-digit channel 
number, it will be recognized as a single take. 


This chapter explains functions for playing back audio files 
stored on SSD/HDD drives. 


This explanation assumes that you have already installed an 
SSD/HDD drive that contains audio files into the unit and that 
the unit is on. 


Files that can be played back 


This unit can play back files in the following formats. 
° File formats: BWF, WAV 
* Sampling frequencies: 44.1, 48, 88.2, 96 kHz 
* Quantization bit depth: 16/24-bit 
* Number of channels: 1 


Takes with fang frequencies that are different from that 
setontheit: F ; screen cannot be played back. 


To play takes with sampling ae that are different 
from ial set on ee Fé : screen, change the setting 
ontheREt F ; screen. ‘(See “Setting the recording file 
ina on page 225, ) 


The maximum number of playback channels for this unit 
depends on the sampling frequency as follows. 


@ 44.1/48kHz: 64 channels 
@ 88.2/96kHz: 32 channels 


Basic playback operations 


This section explains basic operations, including starting, 
stopping and pausing play. 

This explanation assumes that you have already made necessary 
connections, turned the unit on, installed an SSD/HDD drive 
that contains audio files and opened the Home Screen on the 
display. 


Playing recordings 
Press the ® button on the unit to start playback. 


If the mene does not contain ay audio files that the unit can 
play,abhere 1s ria : Pop-up message will appear. 


m Stopping playback: 
Press the Mf button. 


mM Pausing playback: 
Press the Ill [CHASE] button. 


Selecting takes 


This section explains how to select a take when there are 
multiple takes. 


Skipping to the previous/next take 


Use the </>! [MARK |<< / 1] buttons to skip to the 
previous/next take. 


6 - Playback 


Selecting takes directly 
1. OntheBEGiSE screen, turn the MULTI JOG dial to select 
that take you want to play. 
2. Press the MULTI JOG dial to open the file menu. 


3. Select the SELECT item in the file menu and press the MULTI 
JOG dial to make the selected take the current take and 
return to the Home Screen. 


Searching backward and forward 


You can search backward and forward within a take. 
1. Play or pause the desired take. 


2. Press and hold the <</®F button to search backward/ 
forward. 


3. Release the button to stop searching and resume the 
previous state (playing or paused). 


When searching backward/forward, press and hold the 
other <</ button for the opposite direction to search 
at high speed. 


Setting the play mode 
This sets the a mode. 
1. SelecttheFLAY MOB : em ontheFLA'Y SETLIF page 
to open the F Hilti screen. See" eau epeniion 





procedures” on n page 16). 


PLAY MODE 





2. Set the play mode. 
Options 
Migl& (default): Only play the currently selected take 
FLL: Play all the takes in the currently loaded folder 
3. Confirm the setting and return to the Menu Screen. 


Setting the repeat mode 


This turns the pee muneuone on or Off. 
page to open nthe R ci] 
operation ieee 6 on page 216) 


one on the F evric 
- screen. oe eecain 





ee)" = 





2. Turn the epee miniuone on or Off. 
Options: {iF F (default), © 
3. Confirm fe settling and return to the Menu Screen. 


When repeat playback is on, that area will be played back 
according to the playback mode. 
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7 - Internal Settings 


Setting the timecode 


Usethe TL SETUP LandTl SETUF = pages to make 
settings related to timecode. 


TC SETUP 1 page settings 


[cone Ea ay 
c 00:04:25.03 


OA 00 i) 


maa 


START TIHE OSLO be 





Mm GENERATOR TC 


This shows ine current oe generator time. 


Select the ig PCV T CHR , item, ane press the MULTI JOG 
dial to open the & BE AME RH] re c Fe screen. 





GENERATOR TC kk lo: MOVE Cursor 


00706714.12 
a 


ta 





TE screen when set to F FEE 


see ae 


UROL 
LEAR UT 


a 





rE screen when not set to F FEE 


[ ee item 





I - item on oo 
FRoOMCIDE screen is set tOF REE FL 

ieee RESTART ei press the MULTI JOG ; dial to reset 

the timecode generator timecode to the start time. 





LHP item 
al) Sue mMERA TOR - item on Jou 
| screen is set tOF FEE Fu 
aie CAPTURE snde press the MULTI 106 dial to capture 
the current timecode time shown for Tf TMFLT and 
set it as the imesoGe oe nmecode: 


a oe LPs - item on a 

Wi Mi RH EL - screen is set to F H 

OF “Sy ae iaee (capture a indicator 
aria green her waiting to capture timecode. When 
timecode is captured, the indicator turns off. 









- item 


This ews he time when ameeooe resumes, which 
is set with the = THE 7 item onthe = TART 
| TPE screen. 


36 TASCAM DA-6400/DA-6400dp 


m GENERATOR U.B. 


This shows feu user bits (U.B.) for the timecode generator. 
Select the 3 me TE JR os = : em ane sgl oe MULTI 
JOG dial to open nthe & RHPOR USER : screen. 





TP eT nee a 


HURL 


the 





tio Pi eb G Line fant . item 
Set ike user bits (U.B.). 


You can also use a USB keyboard to input numbers and the 
letters A-F. 


m@ TCINPUT MONITOR 


This shows the input timecode time. 


m@ TCINPUT FRAME 


This shows the input timecode frame type. 


m@ TCINPUT U.B. 
This shows the user bits (U.B.) for the input timecode. 


m@ START TIME 


When the RESTART item on the fg HT Lik - screen is 
selected and the MULTI JOG dial i is s pressed thet time aha the 
Bimecede restarts is 5 shown i Inthe EMERA TO! ; itemon 
the TC SETUP hs 

Select thes Fi item, and press the MULTI JOG dial 
to open the S =i TAR T Tl t FE screen. 


START TIME rege ran [EL] = arte 


START TIHE (iTE00 700.00 





iti - item 
Set ned time stich timecode resumes. 


You can also use a USB keyboard to input numbers. 


TC SETUP 2 page settings 


TC SETUP 2 


pd ear 
TC FRAME TYPE PERCY ONg 
TC OUTPUT HODE ee 


- 





m TC GENERATOR MODE 


This shows ae HineCOue oe mode. 


Selectthe TO GENER " fl IE item, ae oiges me 
MULTI JOG dial to open nthe T E POR Mf screen. 





TC GENERATOR MODE 


GENERATOR HODE 





of Eiue PE oP OFF - item 
This sets the ipneinial timecode generator mode. 





epnom Meaning 





The timecode generator runs by itself 
from the START TIME. 

After capturing the input timecode 
KML E Jonce, the generator runs by itself from 


(default) 


the captured timecode in free run mode. 





After capturing the time from the 
built-in clock when one of the following 
operations is conducted, the generator 
runs by itself in free run mode. 

e Turning the unit on 

e Changing the mode to TC GEN MODE 


e Resetting the built-in clock 





The generator synchronizes to timecode 
when it is being input. If timecode input 
stops, the generator runs by itself in free 
run mode. 





The generator synchronizes to the input 
timecode. 





The timecode generator runs only 
during recording. The timecode 
generator stops when not recording. 





Recording starts when the unit synchro- 
nizes with external TC, and recording 
pauses when synchronization with the 
external TC is eh 

When settoTl SYHC REL mode, 
the TC ncicator on the Home Screen 
lights/blinks red. For details, see the TC 


indicator explanation in (8) Timecode 
status on “Home Screen” on page 12. 


Set this unit and the TC to use the 
same frame types. 














7 - Internal Settings 


m@ TC FRAME TYPE 


This shows me HEE COME iain eee 


Select the 7 ME : item, mane press the MULTI JOG 
dial to open the ite & RE ait HE Ee PFE screen. 





TC FRAME TYPE 


FRAME TYPE 





‘Ed | - item 
This sets the iia inate pS 
ile foe 3° bP ,2 orp 20P gt oa or UI - (default), 





m@ TC OUTPUT MODE 


This shows ie HUE one mode. 


Selectthe TC OUTPUT MODE item, ae sla the MULTI 
JOG dial to open the T TPL . screen. 





TC OUTPUT MODE 


OUTPUT HODE 





[Fl - item 
This sets the iinecode output mode. 





Option Meaning 


Output the timecode of the 
built-in timecode generator. 





This outputs the timecode 
contained in the file. 








Cut. (default) 
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7 - Internal Settings 


PARALLEL connector settings 


Use the & MELLEL ITMPUT andFGORGLLEL OUTFIT 
pages to ake parallel connector input and output settings. 


PARALLEL INPUT page settings 


alt ee ee 


INPUT AUX? 
INPUT AUXS 
et 
it Ge ba 
INPUT AUX6 


Uh ees) oe 
a 





m INPUT AUX1 - INPUT AUX6 


This shows the current functions set for INPUT AUX1 — INPUT 
AUX6 OrEne PARALLEL connector. 


Select IMFUT Fi - Tt MPLUT ALA&, and press the MULTI 
JOG dial t to open the F HLLEL LHPRLUT screen. 





i 


Tea 





When THFUT ALLA d selected 
Set aha functions for INPUT AUX1 — AUX6 of the 
PARALLEL connector. 


Options: 


(default for INPUT AUX6) 





(default for INPUT AUX3) 





(default for INPUT AUX4) 

F (default for INPUT AUX5) 
) 

) 


- (default for INPUT AUX2 
+ (default for INPUT AUX1 





* Setting multiple FADER REC and FADER START settings to 
INPUT AUX is not possible. 


* When set to FADER REC, low signal input starts recording 
and high signal input stops recording. 


* When set to FADER START, low signal input starts playback 
and high signal input pauses playback. 


* When set to anything other than the above, it operates with 
low signal input of 50 msec or longer. (See “Note about the 
PARALLEL connector” on page 12.) 


38 TASCAM DA-6400/DA-6400dp 


PARALLEL OUTPUT page settings 


alt ee eee eal 


he Al la 
ie |e 


OUTPUT AUX? 
OUTPUT AUXS 


to 
ERROR TALLY 
a ee 
He ea PAUSE TALLY 
iB OFF 


m OUTPUT AUX1 —- OUTPUT AUX5 


This shows the current functions set for OUTPUT AUX1 —- 
OUTPUT AUX5 Ornee PARALLEL connector. 


Select GHP RL QTR] ‘,and press the 
MULTI JOG 5 dial to open ‘the F RRL EL . q LITPUT screen. 








li el 


OUTPUT AUX1 





When GUTFUT AUX selected 


SUES OLITFUT GUMS items 


Set ae fancione for OUTPUT AUX1 — AUX5 of the 
PARALLEL connector. 


Options: 

STOF TALLY default for OUTPUT AUX1 
default for OUTPUT AUX4 
default for OUTPUT AUX5 
default for OUTPUT AUX2 


SN NNN 
SS aes Naf 





ALL (default for OUTPUT AUX3) 


When the INFO indicator is lit red, an ERROR TALLY signal is 
being output. 


m@ EOM 


This shows the setting status of the EOM (End Of Message) 
function. 


If the available recording time (when recording or in recording 
standby) or the total remaining playback time (when playing 
back or in playback standby) becomes less than the set time, 
an EOM tally signal will be output from the ae te sa oe 
Gi icra connector that pene to a PP RUS 
-OUTRFUT HLUAS item set to£ PHL or rE DAE RRR 





Select the Ef 
Ee fill screen. 


item, and press the MULTI JOG dial to open the 


SHIFT+HULTI Jit = MOVE Fast 





PINE item 
Set the amount of time that will cause an EOM tally 
signal to ee ia 
Options: {iF F (default), i »- 99sec 
ments) 


(1sec incre- 


When 0 PUT CUM. -CLITPUT GUM issettoEOn. : 


L. ‘¢, a tally signal will be burput when pier. 
pondiiont is met. 


Network function settings 


Use the = page to make network function settings. 


NETWORK 


DNS SETUP 
dabara 10/641 





mM MAC ADDRESS 
This shows the unit's MAC address. 


m IP ADDRESS 


This shows the current IP address setting mode. 


m DNS ADDRESS 


This shows the current IP address setting mode for the DNS 
server. 


m IPSETUP 
Mls shows the setting status of the ff 
: * screen. 


sie the I TF SE TUF item, and press the MULTI JOG dial to 
Oopenthe iF ETL screen. 


PE item onthe fF 


a i a i. 


HT] = 
IP ADDR 192.166.100.100 


tT) | Fi bl ed a dd 
nh 197.1668.100. 1 
APPLY 





MODE item 
Set the IP address setting mode. 





Option Meaning 
Set the IP ADDR, eveNEy ee 
PHP IE (default) one items on the | 

: ‘ screen mantially: 





Set the IP ADDR, SUBNET and 
oo items on the I 

fy ES ‘ screen sitornatically 
Use this setting if there is a 
DHCP server on the network. 














When the Lr screen / E = item is set to 
PTRHT IC, IF ADDR, 5 WET E q T and & PEWH'Y items 
appear and their settings can be evanued: 





Options: ; 
(IP ADDR item ndehulk 192.168.100.100) 
(SUBNET item default: 255.255.255.0) 
(GATEWAY item default: 192.168.100.1) 


When the MDE item is set to = THT Il, press the MULTI JOG 
dial on HF FL‘! in the last line to confirm the changed settings 
and return to the Menu Screen. 


Press the EXIT [PEAK CLEAR] button to cancel the menu 
operation and return to the Menu Screen. 
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m@ DNS SETUP 
ae snows the setting status of the ff 
a ‘ screen. 


Sic thet DMS SE TLIF item, and press the MULTI JOG dial to 
openthe?HsS SETUP screen. 


De itemonthetHs 


DNS SETUP 
ET 





When the MODE item is set toRUTO 

Pay Sar ep ah oa 
ns . 
SO a a Pa 


APPLY 





When the MliGeE 


Onthe iis SETUP screen, set the IP address of the DNS 
server so the IP address can be looked up from the server name. 


itemissettoSPHPIL 


AGE item 
Set the IP address setting mode. 





Option Meaning 

eye Set the IP address of the DNS server 
we POPE ae Manual 

Set the IP address of the DNS server 
automatically. Use this setting 
MLiTc (default) if there isa DHCP server on the 
network that will return the IP 
address of the DNS server. 

















DRA HOD item 
item is set to 
pal oH HS HOER item appears and its setting 
can (oe changed! 
a enoeteiee 6.0.0: an) 
When the MUGDE item is set to = THT Il, press the MULTI JOG 
dial on HFF EL ye in the last line to confirm the changed settings 
and return to the Menu Screen. 


Press the EXIT [PEAK CLEAR] button to cancel the menu 
operation and return to the Menu Screen. 


m PASSWORD 


Select mer 
open the F Fi ii 


When the D ich SE PUP screen MODE 


[kL item, and press the MULTI JOG dial to 
RE} screen. 





wee ee S en) 
4 DA-6400 P| 





Set the password (default: DA-6400). 
Use up to 10 characters. 


For details about how to edit the text, see “Editing text” 
on page 26. 


Press the MULTI JOG dial on PRESET A to input “DA-6400”. 
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7 - Internal Settings 


Setting the SNTP function 


Use the SNTP page to make settings for automatically synchro- 
nizing with the date and time of an Internet time server. 


SNTP 


NTP SERVER 
UPDATE TIME 
TIHE ZONE ale At 
DST SETUP pte 


ntp.nict. ip 
WOR O OO ba he 





mM SNTP STATUS 


This shows the current status of the SNTP function. 











Message Status 

The unit will be synchronized with 
Sa eee the NTP server at the date and time 
hh:mm 

shown. 
Starting Up The unit is preparing for operation. 





The unit is connecting with a 


Accessing Server 
server. 





Disabled The SNTP function is disabled. 





The unit is waiting to confirm the 


Waiting for Network 
network connection. 





The server name could not be 


server Namenotfound —_|round on the DNS server. 





The server name was found on the 


Server Name found DNS server. 





Server connection failed |The server has not responded. 





Server responded, but is refusing 
Pie additional connections; select a 
different SNTP server 


Server refusing connec- 














m SNTP UPDATE 





me Ow: the setting status of the MODE item onthe =HTF 
Le . screen. 

Select the S iP Gi Ti item, and press the MULTI JOG dial 
to open the S SH TP WOR TE screen. 


A) ae ee 





MODE item 
Set the SNTP function update mode. 
a 
i ase Do not use SNTP function. 


:: When the unit starts up, get the time 
from an NTP server and use it to set the built-in clock. 
ark UpeSei ¢ :: Get the time from an 
NTP ¢ server cada use eit to set bie built-in clock when the 
unit starts ae as ey as when the time set with the 


- item occurs every 24 hours. 
NOTE 


When using the SNTP function, you must set the NTP Server 
itemand thei TORE pagel SETUP item. 


40 TASCAM DA-6400/DA-6400dp 


m NTP SERVER 


This shows the setting status of the HH TF SERINE screen. 
Select the i TF “ item, and press the MULTI JOG dial 
to open the H TF EF screen. 





Ee) Hae a 
kx fj po 





Edit the NTP server name, which must have no more 
than 32 characters (default: ntp.nict.jp). 


For details about how to edit the text, see “Editing text” 
on page 26. 


Press the MULTI JOG dial on PRESET A to opena pull up 
menu. 


a) 
4 





Turn the MULTI JOG dial to select a menu item, and press 
the MULTI JOG dial to input the preset value of that item. 


Press the EXIT [PEAK CLEAR] button to close the pull-up 
menu. 


m UPDATE TIME 


as anew the setting status of the Time item on the L 
screen. 
Select the UPDATE 


f [ME item, and press the MULTI JOG dial 
to open the UF DRTE i 


| TTME screen. 





UPDATE TIME 





fie: item 

“ifthe stent on the = FE screen is set 
tosLart Cec le,set shed fine when the 
time will Re sacquied fon the NTP server. 

Options: Hi HAH o - 2 A eS Sb BS (in 


1-hour ates default: “00:00- 00: 0:09") 


Since access to SNTP servers on the hour could result in 
congestion, the unit will access the SNTP server randomly 
during the first 10 minutes of the hour. 


m@ TIME ZONE 

is spon me oo status of the Time Zone item on the 
Line. 2 screen. 

Select the T “Ci item, and press the MULTI JOG dial to 
open the fT fi HE ZUNE screen. 


ere) 


Tine “one 





one item 

Set the time offset from Coordinated Universal Time 
(UTC). 

Options: ~ 1 Zi HE - +143 EE (00:15/step, default: 
+09:00) 


* For the United States, use one of the following settings. 





Zone Setting 


Pacific Standard Time (PST) zone |-08:00 


Mountain Standard Time (MST) 
zone 


Central Standard Time (CST) zone|-06:00 
Eastern Standard Time (EST) zone|-05:00 








-07:00 











° To use Japan Standard Time (JST), set this to +09:00. 
m DST SETUP 


This is the settings screen for the daylight savings time function, 
which advances the built-in clock alls the set period. 








It oa Li eee status onney - item on the 
rey Ll C GT . screen. 
Select thet - item, ander press eahe MULTI JOG dial to open 
the MODE screen. 
By WAN cna oR 
Ha I 
When fi .issettoL 
DAYLIGHT SAVING TIME aed ee Sha ete 
ans Enable = 
START TIME Har 2nd Sun 02:00 
END TIME Nov ist Sun 02:00 
ae a Tee 
aa 
When FMODE is set tor 
PDE item 
Set whether or not to enable the daylight savings time 
function. 
Options 


L Ey | = (default): Do not use the daylight savings 
time function. 
Ee Ey | e: Use the daylight savings time function. 
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- items 


Set when to start fang ene use of the daylight savings 
time function. 





Setting item |Options 





Jan, Feb, Mar, Apr, May, Jun, Jul, Aug, Sep, 


Month Oct, Nov, Dec 





Week 1st, 2nd, 3rd, 4th, 5th, Last 





Day Sun, Mon, Tue, Wed, Thu, Fri, Sat 





Time 00:00 — 24:00 (01:00/step) 














‘TY TIME defaults: Mar/2nd/Sun/02:00 
F IME defaults: Nov 1st Sun 02:00 

Pie? TIME item 

Set ae amount to advance the clock during daylight 
savings time. 


Options: 38min, GGmir (default) 


On the screen, local time is set, not Coordinated Universal 
Time a 
When a - item is set toE ria | &, press the MULTI JOG 
dial on HFFL ‘in the last line to oni the changed settings 
and return to ae Menu Screen. 


Press the EXIT [PEAK CLEAR] button to cancel the menu 
operation and return to the Menu Screen. 
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7 - Internal Settings 


Network functions (FTP server/telnet/ 
VNC) 


FTP (file transfer protocol) server 


By using an FTP client function, you can transfer files between 
this unit and a computer. Connect to this unit and log in as you 
would with another FTP server. 


When you connect and log in, “ssd” and “usbO” will appear in the 
root directory. These directories are SSD/HDD and USB. 


If the corresponding media is not loaded, nothing will appear 
beneath “ssd” and “usb0”. 


* Datain files and folders with names that use Japanese or 
other multibyte characters cannot be displayed or trans- 
ferred properly. When using the FTP function, use only 
half-width alphabetical letters, numbers and symbols (ASCII 
characters) in file and folder names. 

° Forinformation about FTP client applications that have 
already been confirmed to work with this unit, please 
contact TASCAM customer support (contact information at 
the end of this manual). 


mM Required settings for FTP connection 


The following settings are necessary to connect to this unit by 
FIP, 
IP address: The IP address of the unit is shown in the IP 
ADDRESS item on the HE THRE page. 
Port number: 21 
User name: DA-6400 
Case-sensitive (cannot be changed) 
Password: DA-6400 (default) (Case-sensitive) 
This can be changed on the Fi SiC screen. 
(See “Network function settings” on page 39.) 


. FTP connection isnot peas when oe 
COM TROL item is set to |. . on thei. 





Screen. 


° Ifthe setting is changed to ii. when there is an FTP 
connection, ae connection will be interrupted. 


° Ifak “, page setting is changed when there is an 
FTP c connection, the connection will be interrupted. 
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@ Overview of file operations using an FTP client 
application 

1. Reading files from the unit 
Reading files from the unit is always possible. 


2. Adding new files to the unit 


Adding new files to the unit is always possible. 


If BWF or WAV files are added to the current folder during 
recording, files will be shown in the list in order from existing 
files to recorded files and then added files. 


3. Overwriting existing files on the unit 


The current take can only be overwritten when the unit is 
stopped. 


Overwriting all other sgeecl ve on the unit is Want 
possible. HOWEVeEr, if the #4 - itemontheF LEY KODE 
screen is set toHLL. and ihe: unit is playing, arervitiG the 
take after the current take might not be possible depending 
on the timing. (See “Setting the play mode” on page 35.) 


* Problems might occur if the size, number of channels, bit 
depth or sampling frequency of the overwritten file differs 
from the original file. 


The following error message will appear if playback is 
attempted when the problem has occurred. 


es CLOSE:EXIT | 


10:7010_2015070?-095112 001 


cannot be found. 





Delete that take from the SSD/HDD to resolve the problem 
and stop the error message from appearing. 


* Do not overwrite existing audio files with files that use 
different sampling frequencies. Doing so could make it 
impossible to resolve the problem 


4. Deleting files on the unit 


The current take can only be deleted when the unit is 
stopped. 

Files other than the current take can be deleted at any time. 
You must rebuild after deleting a file, however, because 
discrepancies between management and audio files will 
occur. 


e@ After deleting a file (and after playback/recording 
stops), when the following rebuild confirmation 
message appears, execute rebuilding. 


OF? ENTER 
CANCEL: EXIT 


Folder contents changed 


via FIP. 
REBUILD required. 


REBUILD Now’? 





@ If you do not rebuild, discrepancies between the 
management and audio files will occur, and the 
following message might appear. 


& CLOSE: EXIT 


Play Error. 


10: 7010_20150707-095112_001 
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@ When rebuilding becomes necessary, the INFO Folders other than the current folder can be deleted at any 
indicator will light red and the following pop-up time. 
message will appear. 7. Change the names of files and folders on the unit 
The names of files and folders on the unit cannot be 


OK: ENTER) 


AY CANCEL: EXIT changed. 


Folder contents changed 
via FIP. NOTE 
coe Pedaerees FTP transfer with USB flash drives is only possible when the 





REBUILD Now’? | unit is stopped. Do not edit, load folders, skip or conduct 
other operations. 
Press the MULTI JOG dial to rebuild. 
Press the EXIT [PEAK CLEAR] button to close the 
pop-up message. Remote control (Telnet) 
@ When rebuilding becomes necessary and the INFO Remote control of this unit by Ethernet using Telnet through 
indicator lights red, press the INFO button to open port 23 is possible. 
an ALERT INFORMATION pop-up message like the ° Required settings for Telnet connection 
IewInG: The following settings are necessary to connect to this unit 
MG hue by Telnet. 
IP address: The IP address of the unit is shown in the IP 
ADDRESS item on the HE THERE page. 


Rebuild required. 
Press ENTER to Rebuild. Port number: 23 





Password: DA-6400 (default) (Case- ses 
This can be changed on the F SHORE 





When this appears, press the MULTI JOG dial to opena screen. (See “Network function settings” on 
rebuild confirmation pop-up message. Press the MULTI page 39.) 
JOG dial again to rebuild. * Connecting to this unit by Telnet 
Press the EXIT [PEAK CLEAR] button to close the 1. After connecting to this unit by Telnet with the above IP 
pop-up Message. address and port number, press the computer Enter key. 
@ When rebuilding becomes necessary, an /A\ icon 2. “Enter Password” will appear on the Telnet console. Enter the 
“mn ace in the eee sos Select the above password and press the Enter key. 
aa ‘ item in the & . screen pull-up menu 3. When login succeeds, “Login Successful” will appear on the 
to rebuild. Telnet console. Enter “exit” and press the Enter key to end the 
© At \t the nae side of the BEGESE item onthe Telnet connection. 
me . menu page. NOTE 
GENERAL Sere) * Two Telnet connections are possible at the same time. 
TTTre rae as rr ° Telnet connection is net agate we the EX ae 
Siena eo 
Trees sc Tmt re eT oe cen tent Control item is set to i. on n the |. a * screen. 
REFERENCE LEVEL eT: If the setting is eianued to LE anen theres isa i Telnet 
UM Pmt: ALL OFF connection, ane connection will be interrupted. 
° Ifat «, page setting is changed when there is a 
‘ At th a t a op ri righ eofther HP ceeen PERT LO Telnet c connection, the connection will be interrupted. 
REE s appears fs ihe engin of aan icon. * For information about this unit's Telnet command protocol, 
please contact TASCAM customer support (contact infor- 


BROWSE:SSD/HDD ei mation at the end of this manual). 





@ Tothe right of the REBUILD item inthe BROWSE 
screen pull-up menu. 


BROWSE: S5D/HDD 


RENANE 


DELETE 
a 
REBUILD 





5. Adding new folders to the unit 
Adding new folders to the unit is always possible. 
6. Deleting folders on the unit 


The current folder can only be deleted when the unit is 
stopped. 
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7 - Internal Settings 


VNC (virtual network computing) 


By using a VNC viewer application, you can view and operate the 
screen shown on this unit's display from a computer. 


The following operations are possible using a mouse with a VNC 
viewer application. 


* Mouse left click: Same function as pressing the unit's MULTI 
JOG dial 


* Mouse right click: Same function as pressing the unit's EXIT 
[PEAK CLEAR] button 


* Mouse wheel operation: Same function as turning the unit's 
MULTI JOG dial 


* Mouse wheel press and turn: Same function as turning 
the unit's MULTI JOG dial while pressing and holding the 
SHIFT button to make rough setting changes (MOVE Fast 
operation). 

In addition, when the VNC viewer application is active, the 
computer keyboard can be used for the same operations as 
though it were connected directly to the unit. See “List of 
keyboard operations” on page 54 for details. 


m@ Required settings for VNC connection 


The following settings are necessary to connect to this unit by a 
VNC viewer application. 
IP ges The IP address ee unit is shown in the I 
HE : item on the FH page. 
Pasewor DA- oe (defautt) (Case-sensitive This can be 
changed on the FH = hE E screen. (See “Network function 
settings” on page 39) 


* Only one VNC connection is poe ata time. 


. idle ms KEYBOARD item is set to LUE onthe LUCE 
* screen, a VNC viewer plied can be ied to 
view vie unit's display but it cannot be used to control the 
unit. 

° IfatHiE Titik page setting is changed when there is a VNC 
connection, ville connection will be interrupted. 


* For information about VNC viewer applications that have 
already been confirmed to work with this unit, please 
contact TASCAM customer support (contact information at 
the end of this manual). 


* When files are being transferred by FTP or the system uses 
88.2/96kHz sampling frequency, the appearance and 
operation of the VNC viewer application will not be smooth. 
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Making oscillator settings 


A 1kHz sine wave is output at the reference level (See “Setting 
the reference level” on page 23.). 


Use this to ener connections, ton example. 


1. 


2: 


Select the ( Lt! Ah aterm on the = | SEIU 
page to open nthe tl ol LLe * screen. "Gee: ‘Menu 
operation dee on n page 216) 





oe ae 


| 





Turn the Soca on or off. 
Options: {iF F (default value), © 
Confirm the scan and return to ae Menu Screen. 


if he vind the reference level onthe HEFEREMICE 
. screen, the oscillator output ine will also change: 


The weferenee level cannot be changed on this screen. 
The frequency is fixed at 1kHz. 

The oscillator ON setting is not backed up. 

The oscillator cannot be turned ON during playback. 


The oscillator will automatically be turned OFF at the 
following times. 


e During startup 
e When loading a folder 
e When playback starts 


8 - Mark and Locate Functions 


Mark functions 


Adding marks 


Marks can be added in the following ways. 


Including the marks added by the automatic mark function, one 
take can have up to 99 marks added to it. 


m Adding marks manually 


Press the MULTI JOG dial to add a mark at the current playback/ 
recording point. 


The mark will be named “MARK xx”. 



























































m Adding marks automatically 


The automatic mark function allows the unit to add marks 
automatically during recording. For details about the automatic 


mark function, see “Adding marks automatically when recording” 














on page 27. 

The marks will be named according to type. 
Reason mark added automatically |Mark name 
Overload indicator lit OVERxx 
Synchronization with master clock UNL Kxx 
lost 
At set time interval TIMExx 











Using marks 


Press the INFO ee vals ee and holding the SHIFT 
button to open the MHREE | page. 


MARK INFO} T001_20150625-135514_001 


Wanda ees 00700714.15 


HARKOS 00:00740.10 





Mo fPlark Foard is shown when the current take has no 
marks. 


MARK INFO TO02_20150629-1 74403_001 





Select the desired mark onthe MHEE IMF Screen and press 
the MULTI JOG dial to open the mark pop-up menu. 


jel pa a as ae ) fg T001_20150625-135514_001 


HARKOZ saa oe 


MARKOS EDIT NAHE 
ae ai 
10 aioe 





Turn the MULTI JOG dial to select the desired item, and press 
the MULTI JOG dial to execute it as follows. 


m LOCATE 


Move to the selected mark. (See “Moving to marks” on page 
45.) 


m EDIT TIME 


Open the EDIT 
selected mark. 


m EDIT NAME 


Open the FHEE 
selected mark. 


mM DELETE 
Delete the selected mark. (See “Deleting marks” on page 46.) 
M@ DELETE ALL 


Delete all marks in the current take. (See “Deleting all marks in 
the current take” on page 46.) 


m@ SORT BY TIME 

Show marks sorted by time. 
m@ SORT BY NAME 

Show marks sorted by name. 


m@ INFO 


Open a pop-up with the number of marks of each type in the 
current take. (See “Viewing mark information” on page 46.) 


m CANCEL 


Close the mark menu. 


| PME screen where you can edit the 


MH IE screen where you can edit the name of 


Moving to marks 


m Using buttons to move to marks 


Press the <4 [MARK I@<4] or ©! [MARK PF 1] button while 
pressing and holding the SHIFT button to move to the previous 
or next mark. 


If the settings of the I T OUML-INELIT GUE items 
are MARK SKIP +, MARK SKIP TAKE/MARK SKIP +, TAKE/ 
MARK SKIP - or MARK on the F* Link. LMP lil screen, 


ifa mark movement event is japut throuch the PARALLEL 
connector, the transport will move one mark backward 
or forward for each event.(See “PARALLEL INPUT page 
settings” on page 38.) 


mM Using the menu to move to marks 


1. Turn the MULTI JOG dial to select the mark to which you 
want to move. 


2. Press the MULTI JOG dial to open the mark pop-up menu, 
select the LOH TE item and press the MULTI JOG dial to 
move to the selected mark. 
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8 —- Mark and Locate Functions 


Editing mark names 
1. 


Select the mark with the name that you want to edit and 
press the MULTI JOG dial to open the mark pop-up menu. 
Select the EGET MANE item in the mark menu, and press 
the MULTI JOG dial to open the MHRE MAME screen. 


MARK NAME 
Te 


: Cars OH ,OFF 





Input the mark name. 


For details about how to edit the mark name, see “Editing 
text” on page 26. 


The names of marks created by the automatic mark 
function cannot be changed. 


Editing the names of marks is only possible when stopped or 
in playback standby. 


Deleting marks 
i 


Select the mark that you want to delete and press the MULTI 
JOG dial to open the mark pop-up menu. 

Select the DELETE 
MULTI JOG dial. 

A confirmation pop-up message will appear. 

Press the MULTI JOG dial again to open a second confir- 
mation pop-up message. 

Press and hold the MULTI JOG dial to delete the selected 
mark. 


item in the mark menu, and press the 


Deleting marks is only possible when stopped or in playback 
standby. 


Deleting all marks in the current take 


Press the MULTI JOG ola to open the mark pop-up menu. 
Select the [3 E= 
press the MULTI JOG dial. 
A confirmation pop-up message will appear. 

Press the MULTI JOG dial again to open a second confir- 
mation pop-up message. 

Press and hold the MULTI JOG dial to delete all marks in the 
current take. 


. item in the mark menu, and 


Deleting marks is only possible when stopped or in playback 
standby. 
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Editing mark locations 


You can edit the position (time) of a mark added using the 
MULTI JOG dial (a mark named “MARK xx”). 


* The names of marks created by the automatic mark 
function cannot be changed. 


* Editing the locations of marks is only possible when stopped 
or in playback standby. 


1. Select the mark with the location that you want to edit and 
press the MULTI JOG dial to open the mark pop-up menu. 


2. SelecttheEG ITT TIME iteminthe mark menu, and press 
the MULTI JOG aol 
3. When theé [MRE - screen opens, use the 


MULTI JOG dial to eee a time. 


EDIT MARK TIME rege Mra [EL] = arte 


HARKOL 


OOS RUT 





Press the MULTI JOG dial when the cursor is in a“ ca field 
to confirm the setting and return to the MHEE TMF O 
screen. 





* When editing, you can press the EXIT a eee obtton 
to cancel the changes and return to theMiREE LMF O 
screen. 


° You can also use a USB keyboard to input numbers. 


Viewing mark information 


Press the MULTI JOG dial to open the mark pop-up menu, select 
the IHF & item and press the MULTI JOG dial again to show the 
numbers of marks of different types in the current take. 


MARK INFO lj 1001_20150625-135514_001 


CLOSE: EXIT 





Press the EXIT [PEAK CLEAR] button to close the pop-up 
message. 


Locating to a specific time 


You can locate to a specific time using a USB keyboard with a 
numeric keypad or a USB numeric keypad. 


Press the * (asterisk) key on the Home Screen to clear the take 
number and time display and enable numerical input. 


ene ra eiees es a 
T001_20150902-1421535_001 


k 





i ERE i ee -E ee Bodo 53) GF Bd 
Use the keypad to enter numbers in the following order. 
* Take number: 3 digits 


* Time elapsed from take beginning (hours, minutes, 
seconds, frames): 2 digits each 


For example, enter the following numbers in order to specify the 
location 1 minute 30 seconds from the beginning of take 2. 


Oe Oe 2 80. 0 ee 1, eo) 0 0 
After inputting the 11th digit, the unit will automatically locate 
to the specified time. 


The status of the unit after locating will be the same as it was 
before (stopped, in playback standby or playing). 


For this reason, playback will resume at the new time only after 
locating during playback. 


Using the Backspace or / key on the USB keyboard will delete 
the last input number. 


Locating before completely specifying the 


time 


Before inputting all the numbers to specify a time, you can press 
the Enter key on the USB keyboard, the MULTI JOG dial on 
the unit or the or Ill [CHASE] button to locate to the time 
specified. 
For example, entering the following incomplete time. 

O20 2-8-0 ae Oe ae 2 


m oo2 00:12:---- TF ee 
T001_701509027-147153_001 


. ahs 





ra 


jn es = = 9 = = = 


Press the ® button to locate to 12 minutes from the beginning 
of take 2. 


What happens after locating depends on which control was 
pressed. 


m@ Ifthe MULTI JOG dial was pressed: 


Playback or playback standby is resumed according to the 
state before locating. 


@ Ifthe © button was pressed: 
Playback starts. 

m@ Ifthe Il [CHASE] button was pressed: 
The unit enters playback standby. 


8 —- Mark and Locate Functions 
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9 - Loading Files Recorded by Other Devices 


The unit can load audio files that meet the following conditions 
and play them as takes. Moreover, the unit can load audio files 
that were created by a TASCAM DA-6400/DA-6400dp and meet 
the following conditions and play them as is. 

° File formats: BWF, WAV 

* Sampling frequencies: 44.1, 48, 88.2, 96 kHz 

* Quantization bit depth: 16/24-bit 

* Number of channels: 1 


Takes with sampling frequencies that are different from 


that set on the 1 Fs screen cannot be played back. (See 
“Setting the recording file format” on page 25.) 
To play takes with sampling frequencies that are different, 


We recommend that you keep only files with the same 
sampling frequency together in a folder whenever possible. 


* This unit recognizes and groups up to 64 mono WAV files 
together as a single take if they have file names in the 
format “[name]_[2-digit channel number].wav”. 


° Ifthe channel number has one digit, a “0” will be added to 
the beginning of the number, resulting in “01” and “02°, for 
example. 

° Ifthe 2-digit channel number is “65” or higher in the name 
of a WAV file, it will be recognized as a single take. 

° Ifthe name of a WAV file does not have a 2-digit channel 
number, it will be recognized as a single take. 
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Preparation before loading 


Ifan SSD or HDD drive is to be used with this unit for the first 
time, use this unit to format it. SSD and HDD drives formatted by 
this unit are optimized to improve performance. 


Operation of this unit might be affected when using an SSD/ 
HDD that has been formatted by a computer or other device. 


1. Format the SSD/HDD drive. (See “Preparing SSD/HDD drives 
and USB flash drives for use” on page 19.) 


When this unit formats a drive, it automatically puts a “DA 
Files” folder in the root directory. 

2. You can connect the drive to a computer or other device by 
switching the unit to USB connection mode or turning the 
unit off and removing the SSD/HDD case. (See “Connecting 
an SSD/HDD to a computer” on page 49.) 

3. If formatted by this unit, a drive named “DA-6400” should be 
recognized by the computer. 

4. Copy the audio files you want to load into folders on the 
DA-6400 drive. 

5. When done copying, end USB connection mode or 
disconnect the SSD/HDD case from the computer. 


Using the loaded files on the unit 


* If they were added to the current folder, audio files that can 
be played back will automatically be recognized as takes. 


° If they were added to any other folder, when that folder is 
selected as the current folder, audio files that can be played 
back will automatically be recognized as takes. 


10 - Data Transfer Using a Computer 


By using a USB cable to connect the SSD/HDD case installed in 
this unit to a computer, you can transfer data between them and 
check the folder and file structure. 


Changing or deleting files inside folders, or changing their 
names, however, might make it impossible for the DA-6400 to 
play back those folders. Be aware of this possibility. 


m@ Warning about copying files to computers 


Be aware of the following precaution when copying files from a 
DA-6400 SSD/HDD to a computer. 


° If you want to be able to play files properly on a DA-6400 at 
a later date, copy complete folders and do not change their 
structures. 


Changing the folder structure or copying just BWF/WAV files 
could make it impossible for the DA-6400 to play files back 
properly with, for example, the correct number of channels 
and take numbers. 


m@ Warning about copying files from computers 


Be aware of the following precaution when copying files from a 
computer to a DA-6400 SSD/HDD. 

* The DA-6400 can only play linear PCM WAV files with 
sampling frequencies of 44.1, 48, 88.2 or 96 kHz and bit 
depths of 16/24-bit. The DA-6400 cannot recognize files 
other than WAV files and will ignore them. 

° Files with different sampling frequencies mixed together 
in the same folder can be recognized as takes. Takes with 
sampling frequencies that are different from that set on 


We recommend that you only keep files with the same 
sampling frequency together in a folder whenever possible. 
(See “Setting the recording file format” on page 25.) 

°* Do not copy files larger than 2 GB to a DA-6400 SSD/HDD. 
Doing so could cause operation of the DA-6400 to become 
unstable and damage files on the SSD/HDD. 


The expression “computer” in the explanations in this 
chapter refers to a Windows or Mac computer that this unit 
supports. 


Computer system requirements 


This unit can be connected to the following types of computers. 
m@ Windows 
Windows 10, Windows 8 (including 8.1), Windows 7 


mM Mac 


Mac OS X 10.2 or newer 


When this unit and a computer are connected, the computer 
will recognize this unit as a removable disk. No special driver is 
necessary. 


Data is transfered between the SSD/HDD case and 
computer at USB 3.0 speed (maximum). In order to achieve 
USB 3.0 speed, you must use the included USB cable ora 
commercially-available USB 3.0 (microB) cable and connect 
to a port on the computer that supports USB 3.0. 


Connecting an SSD/HDD toa 
computer 


By connecting the SSD/HDD case installed in this unit to a 
computer, you can transfer audio data recorded by this unit to 
the computer. 


Use the USB 3.0 port to connect the SSD/HDD case and a 
computer. 


1. Use the included USB cable to connect the SSD/HDD case to 
a computer in the order shown in the following illustration 


(OD + @ > @). 












































2. OntheMELDTH page, select the 550HDD 
LUMMEL T item. 

3. Press the MULTI JOG dial to open a confirmation pop-up 
message. 

4. Press the MULTI JOG dial. 


The following pop-up message will appear. 


bee aa eT) 
* OE: ENTER 
?) CANCEL: EXIT 


--- §SD/HDD USB Hode --- 
Press ENTER to Enable USH 





5. Press the MULTI JOG dial to start the connection with the 
computer. The following screen appears when connected to 
a computer. 


—_ Pe oa 


* CLOSE: EXIT 


—-- So0/HUD USB Mode --- 


USE mode Enabled. 
Press EXIT to end 








@ Precautions when connecting an SSD/HDD case and 
a computer 


* Connect both type A connectors (@, @) on the included 
USB cable to the computer. 


Depending on the power supply capacity of the computer's 
USB ports and the type of SSD/HDD drive installed in the 
case, the power supply could be insufficient and the drive 
might not function properly. 


* Connect both type A connectors (@), @) on the included 
USB cable to the computer first. Then, connect the USB 3.0 
microB connector ((3)) to the SSD/HDD case. 

* Do not connect the type A connectors (), @) on the 


included USB cable to an AC adapter or any 5V power 
supply device other than the computer. 


Connecting to a power supply device besides the computer 
could damage all the equipment connected to the cable. 
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10 - Data Transfer Using a Computer 


Disconnecting from a computer 


Follow these procedures to disconnect from a computer. 
Failure to follow the procedures could damage some files. 
Always follow these procedures to disconnect. 


Do not end the USB connection or disconnect the USB cable 
during data transfer. 
Doing so could damage data on the computer or the unit. 


End the connection from the computer. 
Follow these procedures to disconnect individual SSD/HDD 
drives. 
Disconnecting from Windows 10, Windows 8 (including 8.1), 
Windows 7 
If you click “Safely Remove Hardware’ in the taskbar 
system tray (usually at the bottom right) to disconnect 
the hardware, the DA-6400 SSD/HDD case itself will be 


disconnected. 
Disconnecting from Mac 
Drag the unit's DA-6400 icon to the trash or type 
Command-+eE to eject the DA-6400. 
At this point, the SSD/HDD can be removed from the case. 
You can put another SSD/HDD into the case now if desired. 


2: 


If you want connect it with the computer again after discon- 
necting, disconnect and reconnect the USB cable. 
Depending on the Mac OS X version, you can also eject 

the DA-6400 by clicking the eject icon next to its name ina 
Finder window or using a control key operation. 

End the connection from the unit. 

Press the EXIT [PEAK CLEAR] button to end the connection 
with the computer from the unit. The following pop-up 
message will appear in such cases. 

Peet eT a 


ser 


. OK: ENTER 
?) CAHCEL: EXIT 


« 


--- SSD/HDD USB Mode --- 


Press ENTER to Disable USE 





Press the MULTI JOG dial to end the connection with the 
computer and reopen the Menu Screen. 

Press the EXIT [PEAK CLEAR] button to return to the pop-up 
message that appears when connected. 


Disconnect the USB cable. 


Even when an SSD/HDD case has been removed from the 
unit, it can still be connected to a computer and exchange 


data with it. 
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11 - Other Settings, Information Screens and Keyboard Operations 


INFO button and indicator appearance 


The INFO indicator lights blue when the unit is functioning 
properly. 

The INFO indicator lights red when an error or warning has 
occurred with the unit. 

Press this button when the INFO indicator is lit blue to show the 
unit's operation status on the display. Press this button when 
the INFO indicator is lit red to show the error message on the 
display. 


@ Operation status display (when lit blue) 


INFORMATION 


46kHz 
ee 


BUF 24bit 
64ch HONDO 
2015/02/14 





Contents 


Sampling frequency.and clock source currently used 
for operation 


Information about currently selected file 

File type/quantization bit depth 

Number of channels/file mode 

Recording date 
When lit blue, press the INFO button to switch between the 
Home Screen and operation status display. 


@ Alert display (when lit red) 


ALERT INFORMATION 


4k Rebuild required. 
ad i =] 





Contents 1 


Rebuilding is necessary. Press the MULTI JOG dial to 
rebuild. 


ALERT INFORMATION 


et lure h ge ee ad 





Contents 2 


The remaining recording time is less than 10 minutes. 
This appears when the remaining recording time 
becomes less than 10 minutes when recording or in 
recording standby. 


Once this alert has been viewed, it will not appear again 
until recording ends. 


ALERT INFORMATION 


Te tate eg mle 


Please reduce REC tracks 
or create new folder. 





Contents 3 


Due to the increased number of files in a folder, for 

example, writing to the media has become slower so 
the recording buffer is about to overflow. Reduce the 
number of recording channels or create a new folder. 


These messages could be shown at the same time. 


m@ Error display 1 (when lit red) 


ERROR INFORMATION 


Te eee Sle ee 


ik Power supply B failure or unplugged. 





Contents 
This shows media errors. 


For the DA-6400dp, this also shows power supply errors. 
(See “Setting the power redundancy check function 
(DA-6400dp only)” on page 55.) 


mM Error display 2 (when lit red) 
ERROR INFORMATION 


i Master clock is unlocked. 


i SLOT1 is unlocked. 





Contents 
This shows master clock and slot errors. 


Press the INFO button to cycle through the screens in this order: 
alert, error 1, error 2, operation status, Home Screen. 


Alert and error screens, however, will only be shown when one 
has occurred (when lit red). 


Checking the firmware version 


iy ee ee Py 
screen. i lgee “Menu ppeniion a prcesduret on page 216), 





J item on the = 


Ol el 
SYSTEM =: 1.00 build 0010 


FPGA =: 0010 
7 ---- (None} 
SLOT? 0010 ¢IF-HAG4/EX> 





On the i TOM DHFORMEAT DOH screen, information 
is shown shout the eyctein iavare version and build 
number, as well as cards installed in SLOT 1 and SLOT 2. 


2. Press the EXIT [PEAK CLEAR] button to return to the Menu 
Screen. 
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11 - Other Settings, Information Screens and Keyboard Operations 


Firmware update procedures 


1. Download the latest firmware from the TEAC Global Site 
(http://teac-global.com/). If the downloaded file is in ZIP 
format or another compressed file type, decompress it. 

2. Copy the downloaded firmware to the root directory (top 
level) of a USB flash drive. 

3. Insert the USB flash drive prepared in step 2 into the USB2.0 
port on the none orto unit. 

4. Select the F 
page to open nthe F oe 
“Menu operation eau on ‘page 16) 


= eT on — i SE TUE 
| : screen. (See 


Firmware Update : Select Target Device 


ap trea 
Slot? 





5. Select the device to be updated. 
Options 
LT ee the firmware of the main unit 
L: Update the firmware of the I/O card installed in 


SLOT 2 


6. When the USB flash drive and firmware update file have 
been verified, the following screen will appear. 


: Update the firmware of the I/O card installed in 


Firmware Update : Select Update File 
USB ROOT 
| 


Pea UP Ae 





* The screen above shows a list of firmware update files in the 
root folder of the USB flash drive connected to the USB2.0 
port on the front of the unit. The firmware copied in step 2 
above aneue also iad shown. 

Mo Ura te : is shown if no update file is in the 
dieeionn 

* Amaximunm of five lines of firmware can be shown at the 
same time. If there are more files than this, use the MULTI 
JOG dial to scroll the list. 

* The screen shown above is an example. The actual 
appearance will differ. 


7. Select the firmware update to use. 
The screen shown below will appear. 


Firmware Update : Confirmation 
& DA-6400.100 


Yer 1.10 
build 0150 


Ver 1.00 


build 0100 ~? 


Are you sure * 





The number of the current version is shown on the left and 
the update version is shown on the right. 


The screen shown above is an example. The actual 
appearance will differ. 


8. Press the MULTI JOG dial to start the update. 
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* Becareful not to let the power be interrupted during the 
update. 


* Ifthe power is interrupted during the update, the unit might 
become unstartable. 
9. When the update completes, the following screen will 
appear. 


Firmware Update : Complete 
PEM Ntsc OL a Oe 


Complete [100%] 





PLEASE POWER OFF 


10. Press the STANDBY/ON switch on the unit to turn it off. 


11. Refer to“Checking the firmware version” on page 51 and 
confirm that the latest firmware is being used. 


This completes the update procedure. 
12. Delete the firmware update file from the USB flash drive. 


Viewing media information 


You can view Inronnenen aout the current eSvice Ss Media. 


1. Select the MEDIA i item on the f4 4 page to 
open the MEDIA 1H MFC screen. 





Vise ee 


1) 





2. Select the media that you want to check, and open the 
media information pop-up. 
You can view information about the current device's media, 
and check its used space, open space and total size. 


ae CLOSE: EXIT 


a SSD/HDD 


YOLUHE LABEL: DA-6400 
USED SIZE: *.10B 
FREE SIZE: 21665 

TOTAL SIZE: 224GB 





Press the EXIT [PEAK CLEAR] button to return to the Menu 
Screen. 


~ 


11 - Other Settings, Information Screens and Keyboard Operations 


Setting peak hold time 


You can set the eve meter peas nore time. 

1. oe aoe DoT SE IME E ; item on ae ; 
E 5 page to open hae Kk HOLD T screen. 
Gee’ ‘Menu operation ere on 1 page 16) 





oe OSes 





2. Set the level meter peak hold time. 
Options: H2e0 -LHsec¢, inf (hold never disappears) 
(default: 2sec) 


3. Confirm the setting and return to the Menu Screen. 


When the Home Screen is open, you can press the EXIT 
[PEAK CLEAR] button to reset peak holds. 


Setting the meter mode 


Set the number of level meter channels shown in the level meter 
area of the Home Screen. 


1. Select the fi POD : rer on the F (-EHLES 
page to open ane . screen. "Gee “Menu 
operation aeduiee on n page 216) 





METER MODE 





2. Set the number of level meter channels shown in the level 
meter area arte Home Screen. 


Options: 320 Fi Lobo hk Fy (default) 
3. Confirm the <i and return to the Menu Screen. 


°* When the meter mode is set to 32ch, the Home Screen will 
appear as shown below. 


m 001 00:00:0000 


T001_20150902-142153_001 


Va str 





Press the HOME [METER] button while pressing and 
holding the SHIFT button to switch between showing level 
meters for channels 1-32 and 33-64 on the Home Screen. 


* When switching between showing channels 1-32 and 
33-64 and the meter mode is “32ch’, the position of the solo 
selection frame before switching will be retained. For this 
reason, the solo selection frame will become hidden. 


In this case, use the MULTI JOG dial to move the solo 
selection frame to a visible channel. 


° When the meter mode is “32ch’, the solo selection frame can 
only be moved to visible channels. 


Using a USB keyboard to operate the 
unit 


You can connect a Windows-compatible USB keyboard or 
numeric keypad to the USB2.0 port on the front of the unit, and 
use it to control the unit. 


Various controls are possible, but it makes inputting text much 
more efficient. 


Setting the keyboard type 


Set the type of sei i pies con BHECEG: 


ly acleet met fet 
E 5 page oe open the K 


= Mere on nie 
“Menu aeoeion diese ey on n page oe 


- screen. (See 


dered 





2. Setittol 
acc a 


Options: JF FH (default), 
3. Confirm the seit and return to the Menu Screen. 


“s (English-language keyboard) or .;F' i (Japanese 


Using the keyboard to input names and 
values 
You can edit and input characters for the following items in the 
same way as with a computer. 
* Folder names (See “Creating new folders” on page 33.) 


° File names (See “Editing folder, take and file names” on page 
31.) 


° Passwords (See “Network function settings” on page 39.) 


* NTP server names (See “Setting the SNTP function” on page 
40.) 


* Mark names (See “Editing mark names” on page 46.) 
You can also input numbers for the following item. 


* Locating to a specific time (See “Locating to a specific time” 
on page 47.) 


m@ Selecting the type of character input: 


Use the Shift and Caps Lock keys to change the type of 
character input in the same way as with a computer. 


H Inputting characters: 


Use the number, character and symbol keys to input 
characters directly. 


H Moving the cursor: 


Use the </> keys. 
Use the HOME/¢ key to move the cursor to the beginning. 
Use the END/y¥ key to move the cursor to the end. 
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™@ Deleting a character: 


Delete key: delete character at cursor 
Back Space key: delete character before cursor 


@ Inserting characters: 


Input the character at the desired position (default: insert 
mode). 


If the character input mode is not set to the default insert 
mode, press the Insert key to switch to insert mode before 
inputting characters. 





Correcting characters: 


Press the Insert key to switch to overwrite mode, move the 
cursor and input the correct character. 





* The following symbols and punctuation marks cannot be 
used in text. 


fier" 2 > | 
* Japanese characters cannot be input. 


You can also input values for the following items. 
EDIT TAKE TC screen (See page 33) 
T TME screen (See page 46) 





RT TIME screen (See page 36) 
Tr SETUP screen (See page 39) 

DHS SETLP screen (See page 39) 

@ When these screens are open, press the < or / (slash) 


keys to move the cursor left or the ~ or Enter keys to 
move it right. 


SE PUP andGHS SETLIIF screens, use the 
. (decimal point) key to move the cursor right. 


@ Use the 4 or + keys to increase values. 


@ Use the ¥ or — keys to decrease values. 


List of keyboard operations 
In addition to inputting names, you can also use the keyboard 
for transport control, editing and various other operations. 


The functions of buttons on the front of the unit are assigned 
to the keyboard as follows. Character input and control modes 
switch automatically according to the unit operation. 


m@ Full keyboard 























Keyboard key __|Function 

Esc key Same as EXIT [PEAK CLEAR] button 
Shift key Same as SHIFT button 

F1 key Same as HOME [METER] button 

F2 key Same as INFO button 

F3 key Same as MENU button 

F12 key Same as @ [SPLIT] button 





When the meter mode setting is 32ch, press 
this button while pressing and holding the 
SHIFT button to switch between showing 
level meters for channels 1-32 and 33-64 on 
the Home Screen. (See “Setting the meter 
mode” on page 53.) 


Shift + F1 key 





Shift + F2 key 
Shift + F3 key 


OpenMiHEE IMP U screen 








Go to previous page of menu screen 
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Keyboard key Function 

R key Search backward (REW) 

P key Skip to the Previous take 
Shift + P key Skip to the previous mark 
S key Stop 

F key Search Forward 

N key Skip to the Next take 

Shift + N key Skip to the following mark 





Enter key 


Same as pressing the MULTI JOG dial (add/ 
delete mark) 





Shift + Enter key 


When the Home Screen is open, switch the 
solo selection frame color 





Space bar 


Same as & and Il [CHASE] buttons 





t key 


Same as ©! button during transport use; 
moves cursor up at other times 





v key 


Same as <4 button during transport use; 
moves cursor down at other times 





Shift + 4 key 


When controlling the transport, skip to the 
following mark 


At other times, go to the previous menu 
page 





Shift + 4 key 


When controlling the transport, skip to the 
previous mark 


At other times, go to the next menu page 





<= key 


During transport operation, same as turning 
MULTI JOG dial left (move to previous mark 
in current take or skip to previous take when 
no marks); move cursor left at other times 





+> key 





During transport operation, same as turning 
MULTI JOG dial right (move to next mark 

in current take or skip to next take when no 
marks); move cursor right at other times 








m@ Numeric keypad (transport operations only) 





Keyboard key 


Function 





. (decimal point) 


Same as Mf button 

















O key Same as & and Ill [CHASE] buttons 
1 key Search backward 

2 key Search forward 

3 key Same as @ [SPLIT] button 

4 key Search backward at high speed 




















5 key Search forward at high speed 
7 key Skip to previous take 
8 key Skip to next take 
Same as turning MULTI JOG dial left (move 
— key to previous mark in current take, skip to 
previous take when no marks) 
Same as turning MULTI JOG dial right (move 
+ key to next mark in current take, skip to next 
take when no marks) 
Enter key Same as pressing the MULTI JOG dial (add/ 


delete mark) 





* (asterisk) key 


When the Home Screen is open, press to 
switch to location input mode 





/ (slash) key 





When in location input mode, delete one 
digit of the input value 
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Setting the power redundancy check 


function (DA-6400dp only) 


The DA-6400dp has two power supply circuits to allow 
redundant power, which can prevent problems caused by power 
supply issues. 


When shipped new from the factory, the power redundancy 
check function is set to ON. To use this function, connect each 
circuit to a different power supply. 


When the power redundancy check function is ON, if the unit 
determines that one power supply connection has been inter- 
rupted, the INFO indicator will light red. 


To eoeus me PS . ee eee check ee cau 

oe ER REDUADRMOY CH . item on the FREFER 
= page. 

1, “Select the POWER 





my Ck to On the 





= ‘page to open nthe P RE 
DHE CHELE screen. (See“Menu sparen Freee dures 
on page 16.) 





POWER REDUNDANCY CHECK 


ee ee 





2. Turn the power redundancy check function on or off. 
Options: fifi (default), (iF F 
3. Confirm the setting and return to the Menu Screen. 


When making a setting, you can press the EXIT [PEAK 
CLEAR] button to cancel the changes and return to the 
Menu Screen. 


Exporting/importing system backup 
data 


You can export the system backup data from the unit's built-in 
memory to a USB flash drive connected to the USB2.0 port on 
the front of mes unit. You can ane ae this Bele 


1, — a iE 
. > page to open the 5 i og 
“Menu operation Feed on 1 page 16) 


ou on ae 
Efi & ‘ screen. (See 


hw ere 


al 





2. Select whether to export or import system backup data to or 
from a USB flash drive. 


"iL. export system backup data to a USB flash 


-: import system backup data from a USB flash 
sive 


3. Press the MULTI JOG dial. 
A confirmation pop-up message will appear. 


. OK: ENTER 
?) CANCEL: EXIT 


Export System Backup Data 
to USE Henmory? 





Pop-up message when set to Export 
2) CANCEL: ENIT | 


Inport Systen Backup Data 
from USB Memory? 





Pop-up message when set to Import 


4. Press the MULTI JOG dial again. 
A confirmation pop-up message appears again. 


Ay OK: HOLD ENTER] 
CANCEL: EXIT 
PLEASE CONF IRM 


Export Systen Backup Data 
to USB Henory? 





Pop-up message when set to Export 


OK: HOLD ENTER 
CANCEL: EXIT 


PLEASE CONF IRH 


Inport System Backup Data? 
From USB Henory? 





Pop-up message when set to Import 


5. When the confirmation message is open, press and hold the 
MULTI JOG dial to begin exporting to or importing from the 
USB flash drive. 

When exporting/importing ends, the 3/5 TEM 
screen reopens. 


° When 1 ti mrt was selected, one of the following pop-up 
messages will appear if importing did not complete 
properly. 

If the connected USB flash drive does not contain a 
system backup data file 


“ CLOSE: EXIT 


Systen Backup Data Load failed. 
Cannot find File. 





If the system backup data file on the connected USB 
flash drive does not contain valid data 


“Se CLOSE: EXIT 


Systen Backup Data Load failed. 
Cannot Find loadable data. 





If importing completed, but some data with problems 
was not imported (part of the system backup data file is 
damaged) 
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A CLOSE: EXIT 


Systen Backup Data Load conpleted, 
but there are some wrong data. 





The following setting items are saved and loaded with 
system backup data. 





Screen name 


Page name 


Setting item 





Home Screen 


Time counter 
display mode 





Solo selection 
channel 








mE TLE screen 





MENU screen 


ERFL page 


All settings 

















All settings 





aa Pile FURMHA 
REC OPTIONS page 


All settings 





All settings 





si TLEF page 


All settings 





All settings 





All settings 





All settings 





All settings 





All settings 





All settings 


eee 


All settings 





WERE page 











SHTF page 


EMCES page 

















All settings 





Others 








Color display 
brightness 
setting 








Indicator 
brightness 
setting 
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Restoring factory default settings 


You can restore the various settings stored in the backup 
memory of the unit to their factory default values. 


Use the faa menu isc to do so. 
Te On the = i ‘sE TLIF page, select the F my 
PRE Se T “item, nce “Menu operation sec duce on page 
16.) 
2. Press the MULTI JOG dial. 
A confirmation pop-up message will appear. 
Seas ean eet 


FR 


y CK: EH 
?) CAHCEL: EX 


Load Factory Preset? 





Press the EXIT [PEAK CLEAR] button to cancel. 
3. Press the MULTI JOG dial again. 
A confirmation pop-up message will appear again. 


SYSTEM SETUP 


Paes. — 17 avi 
SKIF FAGE 


Ay OK: HOLD ENTER 
CANCEL: EXIT 
PLEASE CONF IRM 


Load Factory Preset? 





When the confirmation pep: np} is Open ee and hold the 
MULTI JOG dial to open ai. r . Pop-up 
and restore the unit to its Boor defaults, 


SYSTEM SETUP 


Loading File ... 





After it completes, the Menu Screen will reopen. 


12 - Troubleshooting 


If you are having trouble with the operation of this unit, please M Cannot create a new folder. 


Ey Ee HONING Der Oke eee nIg Nepal * Confirm that a folder with the same name does not already 


If these measures do not solve the problem, please contact the exist. 


store where you bought the unit or TEAC customer support (see 


back page). * New folders cannot be created if the space open on the 


media is low. Delete unnecessary data and then create a 
@ The unit will not turn on. folder. 


* Confirm that the power plug and other connectors are 


inserted completely. m@ The SSD/HDD case is not recognized properly when 


it is connected to a computer. 


m@ The media is not recognized. ™ The SSD/HDD case is recognized properly by a 


* Confirm that the SSD/HDD case or USB flash drive is computer, but it stops working when writing files. 
inserted completely. _ 
* The USB bus power supply might be insufficient. 


Use the included USB cable to supply power from 2 


m@ Playback is not possible. computer USB ports. 

° If you are trying to play a WAV file, confirm that it uses a If it does not work properly even when using the included 
sampling frequency (44.1/48/88.2/96kHz) and a bit depth cable, the power supply capacity of the USB ports 
(16/24-bit) that are supported by this unit. themselves might be insufficient. 

In this case, load the SSD/HDD case into the unit, and follow 
the procedures in “Connecting an SSD/HDD to a computer” 
m No sound is output. on page 49 to connect to the computer. 

* Check connections with the monitoring system again. * If you use a commercially-available USB cable, the SSD/ 

Check the volume of the amplifier as well. HDD might not function properly due to insufficient power 


supply caused by the resistance of the cable. Use the 


: Aas eaanot hear the input signal, turn the eh icicacaké. 


screen setting on. 


. If a cannot hear the playback signal, turn the I 
POH = screen setting off. 


M Recording is not possible. 


* Check connections with other equipment again. 
* Check the audio source level. 


* Confirm that recording is enabled for the necessary 
channels. 


* If there is not enough room on the media, delete 
unnecessary data to increase the amount of open space or 
change the media. 


* Ifthe maximum number of recordable takes or take 
numbers has been reached, change the recording folder. 


° Ifthe total number of files, folders and other items inside 
the recording folder is great, change the recording folder. 


m Changed settings are forgotten. 


* This unit backs up the settings every time they are changed. 
Backup can fail depending on when the power is turned 
off. Do not turn the power off immediately after changing 
a setting. 


M@ There is noise. 


* Confirm that the connection cables do not have contact 
issues. 


m@ “Name Full” appears when editing a name. 


* Due to file system limitations, 255 is the maximum number 
of characters (half-width) that can be used in folder and file 
names, as well as other text fields. In addition, the full path 
on the BR OLESE screen is also limited to 255 characters. 
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General 


Recording media 

SSD/HDD 

File system 

FAT32 

File formats 

BWF format (wav extension) 

Number of channels 

64 channels maximum (44.1/48kHz sampling frequency) 
32 channels maximum (88.2/96kHz sampling frequency) 
Quantization bit depth 

16/24-bit 

Sampling frequencies 

44.1, 48, 88.2 or 96 kHz 

Clock references 

INTERNAL, WORD IN, VIDEO IN, SLOT1 IN, SLOT2 IN 
Timecode frames 

23.976F, 24F, 25F, 29.97DF, 29.97NDF, 30DF, 30NDF 


Analog output 


PHONES jack 


Connector: 6.3mm (1/4") standard stereo jack 


Maximum output level: 45 mW + 45 mW or higher (THD+N 
0.1% or less, when into 32 O load) 


Control input/output 


m@ USB port 


Connector: USB 2.0 A type 
Protocol: USB 2.0 Hi Speed (480 Mbps) 


TIME CODE IN connector 


Connector: BNC 

Signal voltage amplitude: 0.5—5 Vp-p 
Input impedance: 10 kQ 

Format: SMPTE 12M-1999 compliant 


TIME CODE OUT connector 


Connector: BNC 

Signal voltage amplitude: 2 Vp-p 
Output impedance: 600 © 

Format: SMPTE 12M-1999 compliant 
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m@ WORD/VIDEO IN connector 


Connector: BNC 


Signal voltage amplitude: 0.5—5 Vp-p (WORD IN)/1 Vp-p 
(VIDEO IN) 


Input impedance: 75 O +10% (termination resistance on) 


(See “Making word/video connector settings” on page 23 
for details about turning termination resistance on/off) 


Input frequency (WORD): 44.1, 48, 88.2, 96 kHz 


Input signal (VIDEO): 24/25/29.97/30-frame (NTSC/PAL black 
burst, HDTV tri-Level) 


m@ WORD/VIDEO THRU/OUT connector 


Connector: BNC 

Signal voltage amplitude: 5V TTL equivalent 

Output frequency (WORD): 44.1, 48, 88.2, 96 kHz 
Only THRU OUT for VIDEO signal 


(See “Making word/video connector settings” on page 
23 for details about OUT/THRU switching) 


Mm ETHERNET connector 

Connector: RJ45 

Compatible standards: 100BASE-TX, 1000BASE-T 
m@ RS-422 terminal 


Connector: 9-pin D-sub (female, inch-standard) 


mM PARALLEL connector 


Connector: 15-pin D-sub (female, inch-standard) 


Other 


mM Power 
AC 100-240V, 50/60Hz 


m@ Power consumption 
21 W (when IF-MA64/EX installed) 


m@ External dimensions 
482.6 x 44.7 x 304.8 mm (width x height x depth) 


m Weight 


DA-6400: 3.9 kg 

DA-6400dp: 4.0 kg 

(Without I/O card (sold separately) or SSD/HDD case 
installed) 


—@ Operating temperature range 
0°C — 40°C (32°F — 104°F) 


Dimensional drawings 


432.6mm 
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10.8mm 





2/79.9mm 








482.6mm 


























43.6mm|_ 1.1mm 











WASENY Da-6400dp 
STANDBY/ON 




















° Illustrations in this manual might differ in part from the actual product. 





_.31.8mm 14.1mm 








* Specifications and external appearance might be changed without notification to improve the product. 


Block diagrams 


It’s possible to 
select only one 
from this group. 
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Play Tracks 


Track 1-32 
| Track 33-64 


Audio Block Diagram for DA-6400/DA-6400dp 
TASCAM. 












Record Tracks 


Meter on LCD 
> 


| Cht- -64(MONO@1xFs) 
: Ch1-63(STEREO@1xFs) : 
? Ch1-32(MONO@2xFs) 
| Ch1-31(STEREO@2sFs) 


ret +4 
Select Monitor 
Solo Mode 


SLOT1 


SLOT2 
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14 - Important notice regarding software 


Open Source License Term 


As some of the Open Source and Public Domain Software is used in eT-Kernel/Compact and PrCONNECT/Pro, the following Copyright 
and/or License Term need to be described accordingly. 


(1)eT-Kernel/Compact 


Copyright (c) 1982, 1985, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1982, 1986, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1982, 1986, 1989, 1993 

The Regents of the University of California. All rights reserved. 

(c) UNIX System Laboratories, Inc. 

All or some portions of this file are derived from material licensed 

to the University of California by American Telephone and Telegraph 
Co. or Unix System Laboratories, Inc. and are reproduced herein with 
the permission of UNIX System Laboratories, Inc. 


Copyright (c) 1982, 1986, 1991, 1993, 1994 

The Regents of the University of California. All rights reserved. 

(c) UNIX System Laboratories, Inc. 

All or some portions of this file are derived from material licensed 

to the University of California by American Telephone and Telegraph 
Co. or Unix System Laboratories, Inc. and are reproduced herein with 
the permission of UNIX System Laboratories, Inc. 


Copyright (c) 1983, 1990, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1983, 1990, 1993 

The Regents of the University of California. All rights reserved. 

(c) UNIX System Laboratories, Inc. 

All or some portions of this file are derived from material licensed 

to the University of California by American Telephone and Telegraph 
Co. or Unix System Laboratories, Inc. and are reproduced herein with 
the permission of UNIX System Laboratories, Inc. 


Copyright (c) 1983, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1987, 1991, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1987, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1988 Regents of the University of California. 
All rights reserved. 


Copyright (c) 1988 University of Utah. 

Copyright (c) 1992, 1993 

The Regents of the University of California. All rights reserved. 

This code is derived from software contributed to Berkeley by 

the Systems Programming Group of the University of Utah Computer 
Science Department and Ralph Campbell. 


Copyright (c) 1988, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1989 The Regents of the University of California. 
All rights reserved. 


Copyright (c) 1989 The Regents of the University of California. 

All rights reserved. 

(c) UNIX System Laboratories, Inc. 

All or some portions of this file are derived from material licensed 

to the University of California by American Telephone and Telegraph 
Co. or Unix System Laboratories, Inc. and are reproduced herein with 
the permission of UNIX System Laboratories, Inc. 


Copyright (c) 1989, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1989, 1993 

The Regents of the University of California. All rights reserved. 

(c) UNIX System Laboratories, Inc. 

All or some portions of this file are derived from material licensed 

to the University of California by American Telephone and Telegraph 
Co. or Unix System Laboratories, Inc. and are reproduced herein with 
the permission of UNIX System Laboratories, Inc. 


Copyright (c) 1990, 1993 
The Regents of the University of California. All rights reserved. 
Copyright (c) 1990, 1993 
The Regents of the University of California. All rights reserved. 
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This code is derived from software contributed to Berkeley by Chris Torek. 


Copyright (c) 1991, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1991, 1993 

The Regents of the University of California. All rights reserved. 
This code is derived from software contributed to Berkeley by 
Berkeley Software Design, Inc. 


Copyright (c) 1992, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1992, 1993 

The Regents of the University of California. All rights reserved. 
This code is derived from software contributed to Berkeley by 
Ralph Campbell. 


Copyright (c) 1992, 1993 

The Regents of the University of California. All rights reserved. 

(c) UNIX System Laboratories, Inc. 

All or some portions of this file are derived from material licensed 

to the University of California by American Telephone and Telegraph 
Co. or Unix System Laboratories, Inc. and are reproduced herein with 
the permission of UNIX System Laboratories, Inc. 


Copyright (c) 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1994 

The Regents of the University of California. All rights reserved. 
This code is derived from software contributed to Berkeley by 
Andrew Hume of AT&T Bell Laboratories. 


Portions Copyright (c) 1993 by Digital Equipment Corporation. 


Redistribution and use in source and binary forms, with or without 

modification, are permitted provided that the following conditions are met: 

1. Redistributions of source code must retain the above copyright 
notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 

3. [rescinded 22 July 1999] 

4. Neither the name of the University nor the names of its contributors 
may be used to endorse or promote products derived from this software 

without specific prior written permission. 


THIS SOFTWARE IS PROVIDED BY THE REGENTS AND CONTRIBUTORS "AS IS" 
AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED 
TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A 
PARTICULAR PURPOSE ARE DISCLAIMED. 

IN NO EVENT SHALL THE REGENTS OR CONTRIBUTORS BE LIABLE FOR ANY 
DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL 
DAMAGES (INCLUDING, BUT NOT LIMITED T0, PROCUREMENT OF SUBSTITUTE 
GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS 
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE 
OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, 
EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 


Copyright (c) 1982, 1986, 1990, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1983, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1990, 1993 
The Regents of the University of California. All rights reserved. 


Redistribution and use in source and binary forms, with or without 

modification, are permitted provided that the following conditions are met: 

1. Redistributions of source code must retain the above copyright 
notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 

3. Neither the name of the University nor the names of its contributors 
may be used to endorse or promote products derived from this software 
without specific prior written permission. 


THIS SOFTWARE IS PROVIDED BY THE REGENTS AND CONTRIBUTORS "AS 1S" 
AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED 
TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A 
PARTICULAR PURPOSE ARE DISCLAIMED. 

IN NO EVENT SHALL THE REGENTS OR CONTRIBUTORS BE LIABLE FOR ANY 
DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL 
DAMAGES (INCLUDING, BUT NOT LIMITED T0, PROCUREMENT OF SUBSTITUTE 
GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS 
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING NEGLIGENCE 
OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS SOFTWARE, 
EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 


Copyright (c) 1991, 1993, 1994 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1996 The NetBSD Foundation, Inc. 

All rights reserved. 

This code is derived from software contributed to The NetBSD Foundation 
by J.T. Conklin. 


Copyright (c) 1997 The NetBSD Foundation, Inc. 

All rights reserved. 

This code is derived from software contributed to The NetBSD Foundation 
by Klaus Klein. 


Copyright (c) 1997, 1998 The NetBSD Foundation, Inc. 
All rights reserved. 


Copyright (c) 1997,98 The NetBSD Foundation, Inc. 

All rights reserved. 

This code is derived from software contributed to The NetBSD Foundation 
by J.T. Conklin. 


Copyright (c) 1997, 1998 The NetBSD Foundation, Inc. 
All rights reserved. 
This code was contributed to The NetBSD Foundation by Klaus Klein. 


Copyright (c) 1998 The NetBSD Foundation, Inc. 

All rights reserved. 

This code is derived from software contributed to The NetBSD Foundation 
by Klaus Klein. 


Copyright (c) 1998, 1999 The NetBSD Foundation, Inc. 

All rights reserved. 

This code is derived from software contributed to The NetBSD Foundation 
by Klaus Klein. 


Copyright (c) 1998, 2000 The NetBSD Foundation, Inc. 

All rights reserved. 

This code is derived from software contributed to The NetBSD Foundation 
by Klaus J. Klein. 


Copyright (c) 2000 The NetBSD Foundation, Inc. 

All rights reserved. 

This code is derived from software contributed to The NetBSD Foundation 
by Dieter Baron and Thomas Klausner. 


Copyright (c) 2000, 2001 The NetBSD Foundation, Inc. 

All rights reserved. 

This code is derived from software contributed to The NetBSD Foundation 
by Jun-ichiro itojun Hagino and by Klaus Klein. 


Copyright (c) 2001 The NetBSD Foundation, Inc. 

All rights reserved. 

This code is derived from software contributed to The NetBSD Foundation 
by Klaus Klein. 


Redistribution and use in source and binary forms, with or without 

modification, are permitted provided that the following conditions are met: 

1. Redistributions of source code must retain the above copyright 
notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 

3. [rescinded 20 Jun 2008] 

4. [rescinded 20 Jun 2008] 


THIS SOFTWARE IS PROVIDED BY THE NETBSD FOUNDATION, INC. AND 


CONTRIBUTORS "AS IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, 
INCLUDING, BUT NOT LIMITED TO, THE IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE ARE 
DISCLAIMED. 

IN NO EVENT SHALL THE FOUNDATION OR CONTRIBUTORS BE LIABLE 
FOR ANY DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, 
OR CONSEQUENTIAL DAMAGES (INCLUDING, BUT NOT LIMITED TO, 
PROCUREMENT OF SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, 
OR PROFITS; OR BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY 
THEORY OF LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT 
(INCLUDING NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE 
USE OF THIS SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH 
DAMAGE. 


This product includes software developed by Christos Zoulas. 
Copyright (c) 1997 Christos Zoulas. All rights reserved. 


Redistribution and use in source and binary forms, with or without 

modification, are permitted provided that the following conditions 

are met: 

1. Redistributions of source code must retain the above copyright 
notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 

3. All advertising materials mentioning features or use of this software 
must display the following acknowledgement: 

This product includes software developed by Christos Zoulas. 

4. The name of the author may not be used to endorse or promote 

products 
derived from this software without specific prior written permission. 


THIS SOFTWARE IS PROVIDED BY THE AUTHOR "AS IS" AND ANY EXPRESS 
OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED 10, THE IMPLIED 
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR 
PURPOSE ARE DISCLAIMED. 

IN NO EVENT SHALL THE AUTHOR BE LIABLE FOR ANY DIRECT, INDIRECT, 
INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES 
(INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE 
GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS 
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING 
NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS 
SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 


This product includes software developed by Winning Strategies, Inc. 


Copyright (c) 1994 Winning Strategies, Inc. 
All rights reserved. 


Redistribution and use in source and binary forms, with or without 
modification, are permitted provided that the following conditions are 
met: 

1. Redistributions of source code must retain the above copyright 

notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 

3. All advertising materials mentioning features or use of this software 
must display the following acknowledgement: 

This product includes software developed by Winning Strategies, Inc. 

4. The name of the author may not be used to endorse or promote 
products 

derived from this software without specific prior written permission. 


THIS SOFTWARE IS PROVIDED BY THE AUTHOR **AS IS" AND ANY EXPRESS 
OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED 10, THE IMPLIED 
WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR 
PURPOSE ARE DISCLAIMED. 

IN NO EVENT SHALL THE AUTHOR BE LIABLE FOR ANY DIRECT, INDIRECT, 
INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL DAMAGES 
(INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF SUBSTITUTE 
GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR BUSINESS 
INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF LIABILITY, 
WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING 
NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS 
SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 


Copyright (C) 1995, 1996, 1997, and 1998 WIDE Project. 
All rights reserved. 


Redistribution and use in source and binary forms, with or without 

modification, are permitted provided that the following conditions 

are met: 

1. Redistributions of source code must retain the above copyright 
notice, this list of conditions and the following disclaimer. 


2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 

3. Neither the name of the project nor the names of its contributors 
may be used to endorse or promote products derived from this software 
without specific prior written permission. 


THIS SOFTWARE IS PROVIDED BY THE PROJECT AND CONTRIBUTORS ~*AS 
IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT 
LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE ARE DISCLAIMED. 

IN NO EVENT SHALL THE PROJECT OR CONTRIBUTORS BE LIABLE FOR ANY 
DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL 
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF 
SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR 
BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF 
LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING 
NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS 
SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 


Copyright (c)1999 Citrus Project, 
All rights reserved. 


Redistribution and use in source and binary forms, with or without 

modification, are permitted provided that the following conditions 

are met: 

1. Redistributions of source code must retain the above copyright 
notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 


THIS SOFTWARE IS PROVIDED BY THE AUTHOR AND CONTRIBUTORS "AS 
IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT 
LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE ARE DISCLAIMED. 

IN NO EVENT SHALL THE AUTHOR OR CONTRIBUTORS BE LIABLE FOR ANY 
DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL 
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF 
SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR 
BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF 
LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING 
NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS 
SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 


Copyright (c) 1999, 2000 The NetBSD Foundation, Inc. 
All rights reserved. 


This code is derived from software contributed to The NetBSD Foundation 
by Julian Coleman. 


Redistribution and use in source and binary forms, with or without 
modification, are permitted provided that the following conditions are 
met: 

1. Redistributions of source code must retain the above copyright 

notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 

3. All advertising materials mentioning features or use of this software 
must display the following acknowledgement: 

This product includes software developed by the NetBSD 


Copyright (c) 1995, 1996 Carnegie-Mellon University. 
All rights reserved. 
Author: Chris G. Demetriou 


Permission to use, copy, modify and distribute this software and 

its documentation is hereby granted, provided that both the copyright 
notice and this permission notice appear in all copies of the 

software, derivative works or modified versions, and any portions 
thereof, and that both notices appear in supporting documentation. 


CARNEGIE MELLON ALLOWS FREE USE OF THIS SOFTWARE IN ITS ""AS IS"" 

CONDITION. CARNEGIE MELLON DISCLAIMS ANY LIABILITY OF ANY KIND 

FOR ANY DAMAGES WHATSOEVER RESULTING FROM THE USE OF THIS 
SOFTWARE. 


Carnegie Mellon requests users of this software to return to 


Software Distribution Coordinator or Software.Distribution@CS.CMU. 
EDU 

School of Computer Science 

Carnegie Mellon University 

Pittsburgh PA 15213-3890 


any improvements or extensions that they make and grant Carnegie the 
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rights to redistribute these changes. 
(2) PrCONNECT/PRO 


Copyright (c) 1980, 1983, 1988, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1982, 1986 Regents of the University of California. 
All rights reserved. 


Copyright (c) 1983, 1987, 1989 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1983, 1989, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1985, 1988, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1985, 1989, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1983, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1985, 1993 
The Regents of the University of California. All rights reserved. 


Copyright (c) 1988 Stephen Deering. 


Copyright (c) 1989, 1993, 1995 
The Regents of the University of California. All rights reserved. 


Redistribution and use in source and binary forms, with or without 
modification, are permitted provided that the following conditions are 
met: 

1. Redistributions of source code must retain the above copyright 

notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 

3. [rescinded 22 July 1999] 

4. Neither the name of the University nor the names of its contributors 
may be used to endorse or promote products derived from this software 
without specific prior written permission. 


THIS SOFTWARE IS PROVIDED BY THE REGENTS AND CONTRIBUTORS ~*AS 
IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT 
LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE ARE DISCLAIMED. 

IN NO EVENT SHALL THE REGENTS OR CONTRIBUTORS BE LIABLE FOR ANY 
DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL 
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF 
SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR 
BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF 
LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING 
NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS 
SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 


Portions Copyright (c) 1993 by Digital Equipment Corporation. 


Permission to use, copy, modify, and distribute this software for any 
purpose with or without fee is hereby granted, provided that the above 
copyright notice and this permission notice appear in all copies, and that 
the name of Digital Equipment Corporation not be used in advertising or 
publicity pertaining to distribution of the document or software without 
specific, written prior permission. 


THE SOFTWARE IS PROVIDED "AS IS" AND DIGITAL EQUIPMENT CORP. 
DISCLAIMS ALL WARRANTIES WITH REGARD TO THIS SOFTWARE, INCLUDING 
ALL IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS. 

IN NO EVENT SHALL DIGITAL EQUIPMENT CORPORATION BE LIABLE 
FOR ANY SPECIAL, DIRECT, INDIRECT, OR CONSEQUENTIAL DAMAGES OR 
ANY DAMAGES WHATSOEVER RESULTING FROM LOSS OF USE, DATA OR 
PROFITS, WHETHER IN AN ACTION OF CONTRACT, NEGLIGENCE OR OTHER 
TORTIOUS ACTION, ARISING OUT OF OR IN CONNECTION WITH THE USE OR 
PERFORMANCE OF THIS SOFTWARE. 


Copyright (c) 2004 by Internet Systems Consortium, Inc. ("ISC") 
Portions Copyright (c) 1996-1999 by Internet Software Consortium. 


Permission to use, copy, modify, and distribute this software for any 
purpose with or without fee is hereby granted, provided that the above 
copyright notice and this permission notice appear in all copies. 


THE SOFTWARE IS PROVIDED "AS IS" AND ISC DISCLAIMS ALL WARRANTIES 
WITH REGARD TO THIS SOFTWARE INCLUDING ALL IMPLIED WARRANTIES 
OF MERCHANTABILITY AND FITNESS. 
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IN NO EVENT SHALL ISC BE LIABLE FOR ANY SPECIAL, DIRECT, INDIRECT, 
OR CONSEQUENTIAL DAMAGES OR ANY DAMAGES WHATSOEVER RESULTING 
FROM LOSS OF USE, DATA OR PROFITS, WHETHER IN AN ACTION OF 
CONTRACT, NEGLIGENCE OR OTHER TORTIOUS ACTION, ARISING OUT OF OR 
IN CONNECTION WITH THE USE OR PERFORMANCE OF THIS SOFTWARE. 


Copyright 1996 - 2000 By InterNiche Technologies Inc. All rights reserved 
Copyright 1997 - 2000 By InterNiche Technologies Inc. All rights reserved 
Copyright 1997 - 2002 By InterNiche Technologies Inc. All rights reserved 
Copyright 1997 - 2003 By InterNiche Technologies Inc. All rights reserved 
Copyright 1997-2007 By InterNiche Technologies Inc. All rights reserved 
Copyright 2004 By InterNiche Technologies Inc. All rights reserved 


Redistribution and use in source and binary forms, with or without 
modification, are permitted provided that the following conditions are 
met: 

1. Redistributions of source code must retain the above copyright 

notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in the 
documentation and/or other materials provided with the distribution. 

3. [rescinded 22 July 1999] 

4, Neither the name of the University nor the names of its contributors 
may be used to endorse or promote products derived from this software 
without specific prior written permission. 


THIS SOFTWARE IS PROVIDED BY THE REGENTS AND CONTRIBUTORS "AS 
IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT 
LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE ARE DISCLAIMED. 

IN NO EVENT SHALL THE REGENTS OR CONTRIBUTORS BE LIABLE FOR ANY 
DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL 
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF 
SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR 
BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF 
LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING 
NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS 
SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 


Copyright (c) 2004 by Internet Systems Consortium, Inc. (""ISC"") 
Portions Copyright (c) 1996-1999 by Internet Software Consortium. 
Copyright (c) 1997-1999 by Internet Software Consortium. 
Copyright (c) 1995-1999 by Internet Software Consortium. 
Copyright (c) 1995,1999 by Internet Software Consortium. 
Copyright (c) 1996,1999 by Internet Software Consortium. 
Copyright (c) 1997,1999 by Internet Software Consortium. 
Copyright (c) 1999 by Internet Software Consortium. 


Permission to use, copy, modify, and distribute this software for any 
purpose with or without fee is hereby granted, provided that the above 
copyright notice and this permission notice appear in all copies. 


THE SOFTWARE IS PROVIDED ""AS IS"" AND ISC DISCLAIMS ALL 
WARRANTIES WITH REGARD T0 THIS SOFTWARE INCLUDING ALL IMPLIED 
WARRANTIES OF MERCHANTABILITY AND FITNESS. 

IN NO EVENT SHALL ISC BE LIABLE FOR ANY SPECIAL, DIRECT, INDIRECT, 
OR CONSEQUENTIAL DAMAGES OR ANY DAMAGES WHATSOEVER RESULTING 
FROM LOSS OF USE, DATA OR PROFITS, WHETHER IN AN ACTION OF 
CONTRACT, NEGLIGENCE OR OTHER TORTIOUS ACTION, ARISING OUT OF OR 
IN CONNECTION WITH THE USE OR PERFORMANCE OF THIS SOFTWARE. 


This product includes software developed by WIDE Project and its 
contributors. 


Copyright (C) 1995, 1996, 1997, and 1998 WIDE Project. 
All rights reserved. 


Redistribution and use in source and binary forms, with or without 

modification, are permitted provided that the following conditions 

are met: 

1. Redistributions of source code must retain the above copyright 
notice, this list of conditions and the following disclaimer. 

2. Redistributions in binary form must reproduce the above copyright 
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notice, this list of conditions and the following disclaimer in the 

documentation and/or other materials provided with the distribution. 
3. Neither the name of the project nor the names of its contributors 

may be used to endorse or promote products derived from this software 

without specific prior written permission. 


THIS SOFTWARE IS PROVIDED BY THE PROJECT AND CONTRIBUTORS ~*AS 
IS" AND ANY EXPRESS OR IMPLIED WARRANTIES, INCLUDING, BUT NOT 
LIMITED TO, THE IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE ARE DISCLAIMED. 

IN NO EVENT SHALL THE PROJECT OR CONTRIBUTORS BE LIABLE FOR ANY 
DIRECT, INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY, OR CONSEQUENTIAL 
DAMAGES (INCLUDING, BUT NOT LIMITED TO, PROCUREMENT OF 
SUBSTITUTE GOODS OR SERVICES; LOSS OF USE, DATA, OR PROFITS; OR 
BUSINESS INTERRUPTION) HOWEVER CAUSED AND ON ANY THEORY OF 
LIABILITY, WHETHER IN CONTRACT, STRICT LIABILITY, OR TORT (INCLUDING 
NEGLIGENCE OR OTHERWISE) ARISING IN ANY WAY OUT OF THE USE OF THIS 
SOFTWARE, EVEN IF ADVISED OF THE POSSIBILITY OF SUCH DAMAGE. 


Copyright 1997- 2006 By InterNiche Technologies Inc. All rights reserved 
Portions Copyright 1986 by Carnegie Mellon 


Portions Copyright 1984 by the Massachusetts Institute of Technology 
Copyright (c) 1982, 1986, 1988 Regents of the University of California. 
All rights reserved. 


Redistribution and use in source and binary forms are permitted provided 
that the above copyright notice and this paragraph are duplicated in all 
such forms and that any documentation and other materials related to 
such distribution and use acknowledge that the software was developed 
by the University of California, Berkeley. 

The name of the University may not be used to endorse or promote 
products derived from this software without specific prior written 
permission. 

THIS SOFTWARE IS PROVIDED ""AS IS"" AND WITHOUT ANY EXPRESS OR 
IMPLIED WARRANTIES, INCLUDING, WITHOUT LIMITATION, THE IMPLIED 
WARRANTIES OF MERCHANTIBILITY AND FITNESS FOR A PARTICULAR 
PURPOSE. 


Rights, responsibilities and use of this software are controlled by 

the agreement found in the ""LICENSE.H"" file distributed with this 
source code. ""LICENSE.H"" may not be removed from this distribution, 
modified, enhanced nor references to it omitted. 


Copyright 1983 by the Massachusetts Institute of Technology 
Copyright 1984 by the Massachusetts Institute of Technology 


Copyright 1984, 1985 by the Massachusetts Institute of Technology 
Copyright 1986 by Carnegie Mellon 


All Rights Reserved 

Permission to use, copy, modify, and distribute this software and its 
documentation for any purpose and without fee is hereby granted, 
provided that the above copyright notice appear in all copies and that 
both that copyright notice and this permission notice appear in 
supporting documentation, and that the name of CMU not be used in 
advertising or publicity pertaining to distribution of the software 
without specific, written prior permission. 


Copyright 1999- 2000 By InterNiche Technologies Inc. All rights reserved 
Portions Copyright 1984 by the Massachusetts Institute of Technology 


Permission is hereby granted, free of charge, to any person obtaining a 
copy of this software and associated documentation files (the Software"), 
to deal in the Software without restriction, including without limitation 
the rights to use, copy, modify, merge, publish, distribute, sublicense, 
and/or sell copies of the Software, and to permit persons to whom the 
Software is furnished to do so, subject to the following conditions: 


The above copyright notice and this permission notice shall be included 
in 


all copies or substantial portions of the Software. 


THE SOFTWARE IS PROVIDED "AS IS", WITHOUT WARRANTY OF ANY KIND, 
EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO THE WARRANTIES 
OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE AND 
NONINFRINGEMENT. 

IN NO EVENT SHALL THE AUTHORS OR COPYRIGHT HOLDERS BE LIABLE 
FOR ANY CLAIM, DAMAGES OR OTHER LIABILITY, WHETHER IN AN ACTION 
OF CONTRACT, TORT OR OTHERWISE, ARISING FROM, OUT OF OR IN 
CONNECTION WITH THE SOFTWARE OR THE USE OR OTHER DEALINGS IN THE 
SOFTWARE. 


Copyright 2000 By InterNiche Technologies Inc. All rights reserved 
Copyright 1998- 2000 By InterNiche Technologies Inc. All rights reserved 
Copyright 1997-2002 by InterNiche Technologies Inc. All rights reserved 
Copyright 1997- 2001 By InterNiche Technologies Inc. All rights reserved 
Copyright 1997- 2000 By InterNiche Technologies Inc. All rights reserved 
Copyright 2000- 2007 By InterNiche Technologies Inc. All rights reserved 
Copyright 1996- 2000 By InterNiche Technologies Inc. All rights reserved 
Copyright 1986 by Carnegie Mellon 

Copyright 1984 by the Massachusetts Institute of Technology 


Portions Copyright 1990 by NetPort Software. 

Portions Copyright 1990,1993 by NetPort Software. 

Portions Copyright 1990-1993 by NetPort Software. 

Portions Copyright 1993 by NetPort Software 

Portions Copyright 1990-1996 by NetPort Software. 

Portions Copyright 1990-1997 by NetPort Software. 

Portions Copyright 1990-1994 by NetPort Software 

Portions Copyright 1986 by Carnegie Mellon 

Portions Copyright 1983 by the Massachusetts Institute of Technology 

Portions Copyright 1984 by the Massachusetts Institute of Technology 

Portions Copyright 1984,1985 by the Massachusetts Institute of 
Technology 


Copyright (c) 1994-2000 Carnegie Mellon University. All rights reserved. 


Redistribution and use in source and binary forms, with or without 
modification, are permitted provided that the following conditions 
are met: 


1. Redistributions of source code must retain the above copyright 
notice, this list of conditions and the following disclaimer. 


2. Redistributions in binary form must reproduce the above copyright 
notice, this list of conditions and the following disclaimer in 

the documentation and/or other materials provided with the 
distribution. 


3. The name "Carnegie Mellon University" must not be used to 
endorse or promote products derived from this software without 
prior written permission. For permission or any legal 

details, please contact 

Office of Technology Transfer 

Carnegie Mellon University 

5000 Forbes Avenue 

Pittsburgh, PA 15213-3890 

(412) 268-4387, fax: (412) 268-7395 
tech-transfer@andrew.cmu.edu 


4. Redistributions of any form whatsoever must retain the following 
acknowledgment: 

"This product includes software developed by Computing Services 
at Carnegie Mellon University (http://www.cmu.edu/computing/)." 


CARNEGIE MELLON UNIVERSITY DISCLAIMS ALL WARRANTIES WITH 
REGARD T0 THIS SOFTWARE, INCLUDING ALL IMPLIED WARRANTIES OF 
MERCHANTABILITY AND FITNESS, IN NO EVENT SHALL CARNEGIE MELLON 
UNIVERSITY BE LIABLE FOR ANY SPECIAL, INDIRECT OR CONSEQUENTIAL 
DAMAGES OR ANY DAMAGES WHATSOEVER RESULTING FROM LOSS OF USE, 
DATA OR PROFITS, WHETHER IN AN ACTION OF CONTRACT, NEGLIGENCE OR 
OTHER TORTIOUS ACTION, ARISING OUT OF OR IN CONNECTION WITH THE 
USE OR PERFORMANCE OF THIS SOFTWARE. 


WARRANTY 


< In the United States > 


This warranty gives you specific legal rights and you may also have 
other rights which vary from state to state. This warranty is only valid 
within the country the unit was originally purchased. 


WHAT IS AND IS NOT COVERED 

Except as specified below, this warranty covers all defects in materials 

and workmanship in this product. The following are not covered by the 

warranty: 

1. Damage to or deterioration of the external cabinet. 

2. Damages resulting from accident, misuse, abuse or neglect. 

3. Damage resulting from failure to perform basic daily 
maintenance and/or calibration or otherwise resulting from 
failure to follow instructions contained in your owner's 
manual. 

4. Damage occurring during shipment of the product. (Claims 
must be presented to the carrier) 

5. Damage resulting from repair or attempted repair by 
anyone other than TEAC or an authorized TASCAM service 
station. 

6. Damage resulting from causes other than product defects, 
including lack of technical skill, competence, or experience 
of the user. 

7. Damage to any unit which has been altered or on which the 
serial number has been defaced, modified or is missing. 


WHO MAY ENFORCE THE WARRANTY 


This warranty may be enforced only by the original purchaser. 


LENGTH OF WARRANTY 


All parts except heads and disk drives are warranted for one (1) year 
from the date of original purchase. Heads and disk drives are warranted 
to ninety (90) days from date of original purchase. Labor is warranted for 
ninety (90) days from date of original purchase. 





WHAT WE WILL PAY FOR 


We will pay all labor and material expenses for items covered by the 
warranty. Payment of shipping charges is discussed in the next section 
of this warranty. 


HOW YOU CAN GET WARRANTY SERVICE 


Your unit must be serviced by an authorized TASCAM service station in 
the United States. (This warranty is not enforceable outside the U.S.) If 
you are unable to locate an authorized TASCAM service station in your 
area, please contact us. We either will refer you to an authorized service 
Station or instruct you to return the unit to the factory. Whenever 
warranty service is required, you must present a copy of the original 
dated sales receipt from an Authorized TASCAM Dealer. 

You must pay any shipping charges if it is necessary to ship the product to 
service. However, if the necessary repairs are covered by the warranty, we will 
pay return surface shipping charges to any destination within the United States. 


LIMITATION OF IMPLIED WARRANTIES 

Any implied warranties, INCLUDING WARRANTIES OF MERCHANTABILITY 
AND FITNESS FOR A PARTICULAR PURPOSE, are limited in duration to the 
length of this warranty. 


EXCLUSION OF DAMAGES 


TEAC’s liability for any defective product is limited to repair or 
replacement of the product, at TEAC’ option. TEAC shall not be liable for: 


1. Damages based upon inconvenience, loss of use of the product, 
loss of time interrupted operation or commercial loss; or 

2. Any other damages, whether incidental, consequential or 
otherwise. 

Some states do not allow limitations on how long an implied warranty lasts 

and/or do not allow the exclusion or limitation of incidental or consequential 

damages, so the above limitations and exclusions may not apply to you. 


To locate an Authorized Service Center in Your Area 
CALL 1-800-447-8322 





< Europe > 


This product is subject to the legal warranty regulations of the country 
of purchase. In case of a defect or a problem, please contact the dealer 
where you bought the product. 


Ce produit est sujet aux réglementations concernant la garantie 
légale dans le pays d’achat. En cas de défaut ou de probléme, veuillez 
contacter le revendeur chez qui vous avez acheté le produit. 


Dieses Gerdt unterliegt den gesetzlichen 
Gewdahrleistungsbestimmungen des Landes, in dem es erworben 
wurde. Bitte wenden Sie sich im Gewdhrleistungsfall an den Handler, 
bei dem sie das Gerat erworben haben. 


Questo apparecchio é conforme alle norme sulla garanzia vigenti nel 
rispettivo Paese in cui esso é stato acquistato. Si prega di rivolgersi al 
proprio commerciante, presso il quale é@ stato acquistato l’apparecchio, 
nel caso in cui si voglia richiedere una prestazione in garanzia. 


Las condiciones de garantia de este aparato estan sujetas a las disposiciones 
legales sobre garantia del pais en el que ha sido adquirido. En caso de 
garantia, debe dirigirse al establecimiento donde adquirié el aparato. 


< In other countries/areas > 


This warranty gives you specific legal rights, and you may also have 
other rights that vary by country, state or province. 

If you have a warranty claim or request, please contact the dealer where 
you bought the product. 


BRIER TREBRENAAMA, FEAR, 
NB SAA), MEA RAR A, WG 
FipMeekirie, ia SOLAS mA SITKA. 
If you require repair services for your TASCAM equipment, please 
contact the dealer where the product was purchased from or the 
TASCAM Distributor in your country. A list of TASCAM Distributors 
can be found on our website at: http://teac-global.com/ 





Phone: +81-42-356-9143 
1-47 Ochiai, Tama-shi, Tokyo 206-8530 Japan 





TEAC AMERICA, INC. http://tascam.com/ 
Phone: +1-323-726-0303 
1834 Gage Road, Montebello, California 90640 USA 


TEAC MEXICO, S.A. de CV. http://teacmexico.net/ 
Phone: +52-55-5010-6000 
Rio Churubusco 364, Colonia Del Carmen, Delegaci6n Coyoacan, CP 04100, México DF, México 


TEAC UK Ltd. http://tascam.eu/ 
Phone: +44-8451-302511 
2 Huxley Road, Surrey Research Park, Guildford, GU2 7RE, United Kingdom 





TEAC EUROPE GmbH http://tascam.eu/ 
Phone: +49-611-71580 
Bahnstrasse 12, 65205 Wiesbaden-Erbenheim, Germany 


TEAC SALES & TRADING(SHENZHEN) CO., LTD http://tascam.cn/ 
Phone: +86-755-88311561~2 
Room 817, Block A, Hailrun Complex, 6021 Shennan Blvd., Futian District, Shenzhen 518040, China 





Printed in China 


Model/Modele/Modell Owner’s name/Nom du possesseur/Name des Eigentumers 
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